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> Hall Bench,:: 
> Horizontal 
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Plus 3 Free Shop Plans 


See page 39 for details 
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PURVEYORS OF FINE MACHINERY® 


14" DELUXE BANDSAW 


Motor: 1 HP, 110V/220V, prewired 110V, single- 
phase, TEFC, 1725 RPM 

Amps: 11A at 110V, 55A at 220V 

Table size: 14° x14" x 1/4" Table tit 10° L, 45° R 
Floor-to-table height: 4 

Cutting capacity/throat: 12) 

Max. cutting height: 6° 
Blade size: 931s" () to ¥ wide) ated 
Blade speed: 1800 and 3100 FPM 

Overall size: 27° W x 67/4 H x 30° D 

Approx. shipping weight: 247 Ibs. 


GOS55LX 3555.00 sate 5259 


ANNIVERSARY EDITION 


GOSS5LANV 555.00 sae °525°° 


SUMMER SALE 
SINCE 1983! April 18—July 31 


30™ ANNIVERSARY 
17" HEAVY-DUTY BANDSAW, 


+ Motor: 2HP, 10V/220V, single-phase, 
TEFC, prewired 220V, 1725 RPM 
‘Amps: 208 at 110V, 108 at 220V 
Precision-ground cast iron table size: 
Ix 17x14 thick 
Table tit: 10° a, 45° right 
Floor-o-table height: 3714 
Cutting eapacitythrost: 16/¢ 
Blade size 1317 long 
Approx. shipping weight: 32 bs 899 | 

~S) 


GO513ANV sso500 sate °850°° 


MADEN AN ISO 
‘9001 FACTORY! 


12 SPEED 17" FLOOR DRILL PRESS 


Motor: 1 HP, 110V/220Y, single-phase, prewired 110V 
Swing: 17 

Drill chuck: Ae» Driling capacity: 1 steel 

Spindle taper: MT#3 » Spindle travel 8 

Speeds: 210, 310,400, $40, 630, 670, 1260, 1430, 1650, 

2050, 2350, 3300 RPM 

Quil lange/eolar diameter: 2.85" BULTIN LIGHT 
Precsion-ground cast iran table (evi Nor mctUoeD) 
Table size: 13%" square «Table swing: 360° 

Table tts: 90" ot & right 

Overall height: 70" 

Approx. shipping weight: 283 Ibs 


G7947 359500 SALE 


15" PLANER 


+ Motor: 3 HP, 240V, single-phase, 128 
+ Max. cutting width: 15" + Max. cutting depth: 4" 
+ Max. stock thickness: 8° 

‘+ Min, stock thickness: 

* Min, stock length: 8° 

+ Feed rate: 18 and 20FPM 

* Cutterhead diameter: 3° 

* Cutterhead speed: 5000 RPM 

* Solid steel infeed roller 

+ Table size: 413° x 16° 

+ Overall dimensions: 38° W x 421" H x 42° D 

* Approx. shipping weight: 585 Ibs. 


GO453W sui9500 sate °1125°° 


1% HP SHAPER 


Heavy-duty motor: 1%4 HP, Y20V/240V, single-phase 
‘Amps: 12A at 120V, 6A at 240V 

Precision-ground cast iron table 
Table size: 20/2'x 18" 

Floor-to-tabe height: 33 

Spindle travel 3" 

Zinerchangeable spindles: and ¥¢ 
Spindle openings: 11,3)", and S* 
Spindle speeds: 7000 and 1,000 RPM 
All ball bearing construction 
Maximum cutter diameter: § 

Approx. shipping weight 243 tbs 


61035 350500 SALE °555° 


SHOWN wih 
61705 OPTIONAL 
WIN 


12" DISC SANDER WITH BUILT-IN BRAKE 


‘Motor: 1 HP, 120V, single-phase, 9.5, 1720 RPM, 
Capacitor-start with brake 

Table size: 1814" x 15° 

Base size: 16 Lx 16" W 

Sanding dise size: 12 

Power transfer: Direct 

Table tit: +15° to 45° 

Dust port: 24° 

‘Approx. shipping weight: 92 Ibs. 


BUILTIN BRAKE STOPS MOTOR 
WITHIN 4 SECONDS 


G0702 415.00 sate °395% 


OSCILLATING SPINDLE SANDER 


+ Motor: 1 HP, 120V/240V, single-phase, TEFC 
Cast iron 25" x 25" Table tits: 45° let, 15° right 

Tan spindle sizes: 4 x5',74' x6", 2x 6°, x63 x9, 
URGE x92 x9, ‘tapered and threaded 
Floor-to-tabe height 351/ + 1725 RPM spindle “€ 
Includes formed and welded stee! stand 

Spindle oscillates at 72 strakes-per-minute 

Stroke length: 11 

Built-in 4 dust collection port 


Lubricated for ie bal bearings 
G1071 — szs9-00 SALE $750 


1 HP CANISTER DUST COLLECTOR 


Motor: 1 HP, 120V/240V, single-phase, prewired 120V, 9A/4.58 
Air suction capacity: 800 CFM 

Max. static pressure: 33° 

Lower bag capacity: 2.1 cubic feet 
Number of 4 intake holes: 1 

Impeller: 10°, balanced steel, radial fin 

Portable base sie: 151" x 26 

Lower bag size: 144° x 22" 

Overall height: 59° 

Approx. shipping weight: 74 Ibs. 


G60583Z  sxex00 © sate °3.45°° 
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TAKING MEASURE 


Old meets new 


he other day, while looking up a project for a reader, 
T had to dig through some very early issues of 

WOOD magazine. Before long, I found myself 
completely distracted (squirrel!) and immersed in old- 
school WOOD. Back in the day, we often showed how to 
make your own shop tools—not just hand tools, but even 
stationary power tools, such as a surface sander (issue 7), 
scrollsaw (issue 12), and lathe (issue 16). 

‘As woodworkers, we make our own furniture, though 
it’s often cheaper to buy it. Why? A lot of reasons, really, 
but mostly because we can. So why not build your own 
tools? In this issue, I invite you to try your hand at mak- 
ing a router-powered mortising machine. It’s easy to 
build, affordable, and dead-nuts accurate. 

Ironically, design editor John Olson used high-tech 3D 
drafting software to “build” a virtual prototype of the 
Jow-tech machine to test its articulation before ever pick- 
ing up a tool. Then he built it according to the plans that 
start on page 72. It worked so well, he built another one 
for his own shop, this time using a CNC router to shape 
the pillow blocks and yokes. And to tell you the truth, I 
think he preferred making those parts on the CNC. 

Ishouldn’t be surprised. One thing I've always admired 
about John is that, despite being a hand-tool junkie, he 
always chooses the right tool for the job, whether hand 
tool, power tool, or a computer-controlled one. 

High-tech woodworking tools, such as CNC routers, 
laser engravers, and 3D printers, get more affordable 
every year. And, like them or not, it appears they're here 
to stay. Check out the many ways you can use them to 
enhance your own woodworking projects with Nate 
Granzow’s article on page 62. 


See you in the shop! 


Dave Campbell 
dave.campbellameredith.com 
Facebook: WOODeditor 
Twitter: @WOODeditor 
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PLANS 


30 Sliding-door Curio Cabinet 
Don't let its beauty scare you off. All 
joinery is cut easily on your tablesaw. 
44 Greene & Greene Server 
Inspired by a piece in the Freeman 
Ford House, sized for convenience. 
Indoor/Outdoor Storage Bench 
Comfortable, practical, and super easy 
to build. What more could you ask? 
Clandestine Coat Rack 
When guests come calling, hidden 
hooks swing into action. 
72 Shop Project: Mortise Maker 


Use your own router motor (and skills) 
to make this fast, accurate machine. 


TOOLS & TECHNIQUES 


24 One Router Bit, Six Profiles 
A single ogee bit can shape the edges of 
a workpiece in several ways. Here's how. 
Body Mechanics: Hand Plane 
Proper hand-planing technique involves 
more than just your arms. 
Idea Shop 6: Tablesaw Time 
Set up a woodworking shop, one pay- 
check at a time. Add the crown jewel, 
52 Tool Test: 5" Random-Orbit Sanders 
Aggressive is good. Smooth is better. 
Our tests reveal models that deliver both. 
62 High-tech Woodworking Tools 
Ready or not, robotic tools are coming. 
Here’s what you need to know. 
80 Tools & Materials 
Hand tools we love, and more. 


DEPARTMENTS 
1 Taking Measure 
Old school and new can coexist. 
4 Wood-Wide Web 
Real-world tool reviews. For you. By you. 
6 Sounding Board 
Your voice, your projects, your shop. 
12 Ask WOOD 
Quick-connects and clamp cleaning. 
14 Shop Tips 
No-tilt miter method and more. 
22 Unvarnished 
‘Advantages of a laundry-room shop. 
88 What's Ahead 
A sneak peek at your next WOOD. 
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Woop-WIDE WEB 


WOODMAGAZINE.COM 


NO NAMBY-PAMBY REVIEWS 


Before you buy, put on your big-kid boots and read real 
reviews from real woodworkers about real woodworking 
tools. These folks aren't opening paint cans with their yf 
chisels or coordinating the colors 

of their drils. They put tools to the 
test in their shops and tell you the 
straight poop. 


Take these drivers for a test drive. 
reviewatool.com/drivers 


Compare router combos. 
reviewatool.com/routercombos 


Find planers that flat-out work 
reviewatool.com/planers a 


Which clamps work best under pressure? 
reviewatool.com/clamps 


p hom rernntatt 


> Read reviews of tools and 
add your own reviews. 
reviewatool.com 


4 & WOOD magazine July 2016 


Z aN 


Proven. Pertect. . 


ree 


For a flawless, signature look, Demand the trusted original: 
ask for SIKKENS® ProLuxe soe s Sikkens ProLuxe finishes. 
Wood Finishes by name. Our 
time-tested formulas amplify 
the natural beauty of wood 

with exceptional results. paar seers ae regent eeerare racic 
It's a difference you can see. ProLuxe is a trademark af PPG Architectural Finishes, Inc. 


Tessoet sutn veo Fist The PPG Log lea regtred Vacrark of PPG stn Ol, he 
(©2016 PPG Industries, ne. Al ghs Reserved. 


[Pc] ‘A product of PPG Architectural Coatings. 


SOUNDING BOARD 


YOUR VOICE 


Nook banning? 


Before building the Neighborhood Book 
Nook (issue 238, March 2016), check with 
local authorities. Some jurisdictions have 
zoned these little libraries out of exis- 
tence, even on private property. And 
homeowners’ associations and covenants 
can be stricter than ordinances, 

—Don Schmidt, Fargo, N.D. 


That's good advice anytime you're build- 
ing an outdoor structure, Don. Most, if 
not all, jurisdictions also require calling 
811 (or visiting call811.com) a few days 
before you dig to have underground 
utilities located. 


Idea Shop inspires, irks 
‘Asa woodworker for more than 40 years, 
T've pretty much seen and done it all. But 
your Idea Shop 6 is truly a new and novel 
approach. Very well done! If “beerstorm- 
ing” results in such great ideas—please, 
continue to drink up! 

—Robert Sigler, via e-mail 


You guys must live a totally different life 
than I do. I cannot come up with a time in 
my working life that I would have had an 
extra $150 per pay period for buying tools 
for my shop. It looks to me like there was a 
bit too much liquid refreshment flowing 
when you came up with this idea. 

—lames North, Decatur, il 


Hub flub 
While building the AC-130 in issue 236 
(November 2015), I discovered that the pin for 
the hub-cutting jig on page 50 should be 
marked % from the bottom edge of the jig, not 
34 aslisted. 

—Donovan Trejo, Vincennes, Ind. 


37011095 VSN 


18-volt Rules 


What voltage(s) of cordless drills 
do you own? 


9.6 volts 12 volts 144volts 18 volts 20 volts 


rnone/other: 4% 
Source: WOODPulse Survey, December 2015 


Connect with us 


facebook com/ twtr coe interest con 
Woadmagazne ‘WOOD magazine 


woosmagacne 


nstgram.com/ 
rootmagazine 


E-mail woodmail@woodmagazine.com; or write to WOOD magazine, 1716 Locust St, 


5-253, Des Moines, IA $0309; or call 800-374-9663, option 2. 


continued on page & 


Cabinet 
clarifications 
In Drawing 2 of the 
Window Cabinet pro- 
ject in issue 237 (Dec/ 
Jan 2015/2016, page 53) 
parts C and I should 
not be visible. They 
actually align with 
part B—beneath it in 
that view, 

Also, the rear edges 
of the fixed shelves (F) 
should not be notched 
despite showing them 
that way in the 
Exploded View on page 
51. (What appear to 
be layout lines for the 
notch in Photo ¢ actu- 
ally delineate the glue 
area.) In the editing 
process, it seems we 
outsmarted ourselves. 
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Br rce 


Order Online or By Phone: = www.bun-feet.com —_ 1.866.963.5580 


SOUNDING BOARD 


YOUR PROJECTS 


Carver/painter/photographer/Renaissance man Barty Scharf 
‘of Redmond, Wash, designed his 13"tall Cobra Box to 
disguise the removable lid (below). A false bottom conceals 
the counterweight that stabilizes the leaning box. 


This boat bar, built by Al Sabrowshy, of Eagle River, Wis. features steam-bent mahogny with 
black walnut accents. Iwas hs frst attempt at steam bending. 


continued on page 10 


Jeff Shutz of Waukesha, 
Wis. stretched the plans for 
‘our High-Style Hutch (issue 
229, November 2014), and 
‘built from urban-harvested 
walnut and maple. 


Angelo Varisco of 
Coral Springs, Fa, 
but his Snake Leg 
Table from one 144% 
34x96" mahogany 
board (and a few 
slivers of maple 
veneer) fora “2x 
Challenge” within the 
South Florida 
Woodworking Gulla 
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The PlasmaGAM machine makes it 
easy for you to cut intricate 
Metal shapes that really 
enhance your projects. Call 
with this code for your 
free demo video to see what you 
can do with this amazing machine! 


“We used to cut everything by hand and had 
@> allot of trouble. Now our PlasmaCAM does it 
all, attaining levels of production not thought 
possible before. It’s run 40-50 hours a week 
for the past three years. It attains incredible detail, is 
very easy and cost efficient to operate, and requires 
little maintenance. The bottom line is: this machine 
makes me money!” 


-Jon, Restaurant Lighting & Fixtures 


Ask about our 
exclusive Art Discs with 
ready-to-cut artwork! 


(719) 676-2700 - www.plasmacam.com 


O Box 19818 * Colorado City, CO 81019- 


YOUR SHOP 


the single name), adjacent to his home, 

used to be a bait shop. “It had the 
original coin boxes, everything from the old 
store, and was still painted government 
green on the inside,” he recalls. 

Outfitted with 2x6 walls, dual-pane win- 
dows, R-16 insulation, and redwood siding 
on %" plywood sheathing, very little noise 
escapes. Tyme beefed up the floor by cover- 
ing the original 2x6 joists with 1x6 Douglas 
fir and a 1'4"-thick layer of tongue-and- 
groove plywood topped with #3-grade oak 
flooring, A 3x16’ shop extension divided 
into closets houses the noisy stuff, including 
his vacuum pump and air dryer. 

Tyme made lever-operated retractable 
caster assemblies he activates by foot for 


T he California shop of Tyme (he goes by 
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=v 
‘Tyme's shop has entrances near all four comers. The utlty extension muffles his 
air compressor and dust collector. He vents the dust collector outdoors because in his 
rid climate, i's not removing heated or cooled air from the shop. 


Aligning the mitersaw station with a door at each end alls for cutting long stock by 
‘opening one or bath doors, A shroud fronted by plastic sheeting keeps sawdust contained, 


Every tool in the shop has dust collection. Ducts crop to all major machines, while 
portable vacuums handle spot collection tasks. Ten large windows on three sides of the 
shop allow in lots of natural light, 


many of his tool bases and his bench. Eigh- Show us 

teen flourescent light fixtures mounted your shop 

flush in the ceiling provide plentiful light — Send high-resolution 
while protecting the bulbs from breakage.  ‘lg(tal photos of your 
Many cabinets, shelves, and drawers sport $hP 
prominent labels because “I'm teaching my — oadmagazine.com 
grandkids, I want them to learn to put tools and we may showcase it 
back where they should go.” in the magazine! 


woodmagazine.com rte 


FREE shipping on 
‘ductwork of $300+ / 48 


Call us today so we can get you 


‘on the way to better air 
tater heath nd beter eu 


——— 
Alot are ETL 
‘our systems. 


em 
Complete line of ductwork. 
‘Ductwork design help 


We have systems for every 
shop. 


American - made quality 
since 1993, 


States / Restrictions Apply 


Deluxe Dust Deputy 


A great gift 
<¢— Pays for ise in 


= Easy to 


‘Des Deputy nw oaabe ot hve te ears. 


for your craftsman! 
‘eplacement ilter costs alone! 


«Patented design keeps 99% of 
the dust from reaching your 
vacuum filter, 


= Vacuum doesn't lose suction. 
" Retrofits to any shop vacuum. 


empty dust bucket. 


Call Today for Information 
& FREE Online Catalog! 


1.800.732.4065 
r= Www.oneida-cir.com 


eida’ 
Air Systems 


Dust Collection Since 1993. 


Ask Woop 


YOUR QUESTIONS 


Don’t be confused by 
pneumatic couplers 
I went to the store to buy fittings for my 
compressor and brad nailer but was con- 
fronted with a dizzying array of types. 
What's the difference between automotive, 
industrial, and universal air fittings? Which 
should I use? 

—Glen Ramey, Yuba City, Calif. 


Quick-connect air couplers look similar, but 
they come in at least 10 different styles that 
often don’t play well together, Glen. Further 
confusing matters, some styles carry multi- 
ple names; for example, automotive, T-style, 
and Tru-Flate all refer to the same fitting. 
Fortunately, a universal coupler (the female 
socket) will usually accept the two most 
popular male fittings, industrial and auto- 
‘motive, commonly available in home centers 
and hardware stores. In the end, the choice 
boils down to personal preference, or even 
your best guess. One hint: If your workplace 
or the buddy you borrow tools from uses a 
particular style, that’s as compelling a factor 
as any as to which you should choose. 
Whichever you go with, make sure you have 
all your tools similarly equipped. 


| | 


= 
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Keep your clamps in top shape 
I've seen tips for removing dried glue from 
my bar and pipe clamps, but is there any 
other regular maintenance I should be doing 
to them? 

— Rajko Malik, Portage, Ind. 


Simple preventive maintenance is all you 
need, Rajko. First, remove any dried glue by 
softening it with a hot rag or heat gun and 
then scraping it off, Next, use a mill file to 
remove any burrs on the bar or pipe. Finally, 
apply to the bar or pipe a light coat of wax or 
petroleum-free dry lubricant, such as 
PG2000 (which goes on wet, but penetrates 
and dries). This will make future glue drips 
easier to remove. Also, spray the lubricant 
onto the head-jaw screw threads and tail-jaw 
clutch mechanism to keep them working 
smoothly. 


> Seeking advice from other woodworkers? 
woadmagazine.com/forums 


Or drop us an e-mail, 
askwood@woodmagazine.com 
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Triple Thick Poly: 1coat Traditional Poly: 3 coats 


Get the durable finish you expect, faster than you can imagine. With new Varathane Triple Thick Polyurethane. Just 
‘one coat of Triple Thick has the strength and thickness of three coats of traditional polyurethane. With an advanced 
self-leveling formula that's perfect for interior horizontal and vertical surfaces. Get the protection. Get the beauty. And save 
your valuable time. Varathane Triple Thick Polyurethane. The Ultimate Finish In One Coat. Staii 


SHop TIPS 


WORK FASTER, SMARTER, SAFER 


Cut" deep in-two 
passes fora smug 


fit to squares. atfark tee 


Simple, affordable, and precise mitering attachment for your tablesaw sled 


For safe, accurate, and clean crosscuts at the tablesaw, there's no 
beating a basic shop-built sled. Because I make a lot of small boxes 
with mitered corners, I sought a simple but super-precise way to cut 
miters on such a sled. One day it occurred to me: Build a mitering 
attachment around a pair of plastic rafter squares (sometimes called 
by the brand name Speed Square). They're dead-on accurate and 
cost as little as $5 each for a 6" version, If you want a sled with extra 
capacity, 12" rafter squares can be had for $10 each. 


Tips earn up 
to $150. 
Hour tips the best ofthe issue, 
itwins Top Shop Tip honors, 
‘and you receive a 
atleast $300! 


Send your, photos o drawings, 
“and contact info to 
shoptips@woodmagazine.com 
Because we ry to publish orginal tps, 
please send yours only to WOOD magazine, 


worth 


4 


For sending this issue's 
Top Shop Tip, Mike 
receives a Rikon 12" 
variable-speed midi- 
lathe (no. 70-220VSR) 
worth $650. 


To build your own jig, simply top the long edges of the squares 
with a piece of plywood cut with parallel kerfs to accept the thick- 
ness of the squares. Add a work stop mounted parallel to the front/ 
back edges of the work support. Secure that assembly to a T-slot in 
the sled using a kerf-cut length of solid wood, held down with a bolt 
and threaded knob. Before cutting your first workpiece, run the jig 
through the tablesaw to cut the lower edge of the jig and its stop. 
—Mike Stuart, Prineville, Ore. 
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Moisture Meters from Lignomat 
The Woodworker's Choice: 


I think 

2, Ineed a 
g moisture 

meter. 


<a 


If you are looking for a moisture meter, 
Lignomat’s pin or pinless meters should 
be your choice. 


Our meters give accurate, reliable and 
consistent readings. They are made to 
last for a lifetime of woodworking. 


The measuring range is low enough for 
woodworking, cabinetmaking and hard- 
wood floor applications. High enough for 
lumber drying, wood turning and even —— 
‘measuring your firewood. The perfect meter for any wood- 
working application. 


If you select a pin meter with external 
connection® such as the mini-Ligno MD/C 
or DX/C, you can use any of Lignomats 
external probes or in-kiln cables. 


Nobody can beat our qualit peice 


and proven measuring 


Excellence in craftsmanship and the best 
tools cannot guarantee lasting beauty in 
woodwork, if the wood for the project 
was toc 


The solution is simple: 
Use a moisture meter and check the 
wood moisture before you start. 


*For depth measurements of thick 
lumber add external probe E12. 


vBetter Accuracy and Reliability 
vBetter Quality 
vBetter Customer Service 


For a Recommendation call: 


800-227-2105 


iq F *Monitor the middle of a stack 
wew.-Lignomat.com while air or kiln drying lumber. 


TOUGH 


Dries Natural 
Color, No Foam 


GLUE 


Gorilla Wood Glue’s 
premium formula 

creates a cross-linking 

bond to provide superior & 43 
strength with a Type I 


water resistance 
indoors and out. 


For the Toughest Jobs 
on Planet Earth” 


www.gorillatough.com 


2016 The Goria Glue Company 


SHop TIPS 


Extend the life of 
scrollsaw blades 


It always bothered me that most 
projects require using only the lower 
half of a scrollsaw blade, meaning 
“dull” blades get tossed with their 
upper teeth still sharp. To make use 
of those teeth, I add a spacer to my 
saw’s cast-iron top. Six 4" rare-earth 
magnets mounted flush with the 
spacer’s bottom face hold it securely 
during cuts. An occasional applica- 
tion of wax to the top of the spacer 
keeps workpieces moving freely. 

—Dave McGuffin, Louisville, Ky. 


Know when knives were 
last sharpened 


To remind me how long jointer or planer 
knives have been in use, I write the date of 
their last maintenance on a short length of 
painter's tape stuck to the machine. I write 
“installed” for new knives, and “rotated” 
after flipping double-edged knives to the 
second edge. 

—Craig Ruegsegger, Deputy Editor 
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Woodpeckers” Inc. 


PRECISION 
WOODWORKING SQUARES 


You'll Never Question the Reliability of 
Our Woodworking Squares. Woodpeckers 
new squares deliver the precision 
woodworkers demand and offer features 
not found on other squares, For years and 
generations to come, these are tools you will 
trust every time you reach 

for them. 


Unbeatable Precision and Quality. 

Our squares start as one piace of expensive, 
extremely stable cast aluminum too plate. 
Each blank is individually machined on our 
state-of-the-art CNC equipment producing a 
single piece square blade and handle that’s 
truly square. Our manufacturing process 
and rigorous quality control ensures each 
square is accurate to within one thousandth 
of an inch or less along its full length. 

To complete the square handle we add 
two precision-machined aluminum cheeks. 
Stainless steel pins fasten the cheeks 
and ensure bulletproof rigidity and perfect 
alignment. The result is strength and 
precision that cannot be matched by squares 
using separate blade and handle parts. 


Al our woodworking squares feature a 
notch on the inside comer of the handle 
50 you can mark your pencil line all the 
‘way to the edge of your stack. 


Woodpeckers? Inc. 


Unmatched Accuracy, 
Guaranteed for Life 


‘The 641 Square, lke its big brother 1281, also 
sports a4" thick handle allowing itto stand on 
edge. You can check machine setups with both 
hands free to make adjustments. This handy 
litle square is small enough to tuck into your 
shop apron pocket. 


4 
wit} 


Imperial or Metric Scales. 
All Woodpeckers woodworking squares 

are laser engraved with Imperial scales in 
‘fie’ inerements or metric scales in 1 mm 
graduations. 


Our Guarantee. 


s 
Bhd 


1281 Square 
with 12" Blade, 8° Handle 


‘Our squares’ handle design 
includes a lip so they can 
rest on the work unaided. 
‘The cheeks register against 
the stock for precisely 
square layout work. 


The 94” thick handle easily stands on edge so you 
can check and adjust assemblies hands-free. The 
1281 Square features handy finger holes fora firm 
rip when checking stock. 


See our full line of American made precision 
woodworking tools at woodpeck.com 


(800) 752-0725 


Strongsville, Ohio 


Simple solution for no-tip drill storage 


Even cordless drills designed to stand upright on their battery packs 
will easily tip over. Make a quick shelf that holds them upright by cut- 


SHop TIPS 


ting a battery-pack-shaped hole in a 2x4, Then, glue a piece of thin 
plywood or hardboard to the bottom of the 2x4. Set the shelf on your 


bench or mount it to the side of the bench or to a wall. 


3 Ger ctor worbenohes 
organize 

teh rere 

3. Collect ia 

4. Replenish 

‘5, Safely spose of 

For help completing th 


(Peaboer) va 
ent tol inventory, hoard) wal to 


ned tools that haven‘ 
n't etumed home 
missing abrasive grits, : 


Visit 


Firmly hold small plane 
blades when honing 


Itty-bitty blades, like those on plow planes 
or small shoulder planes, can be hard to 

hold steady while sharpening. This little jig 

precisely secures the tiniest blade. Simply 

cut a triangular block of wood at an angle / 
matching the blade’s bevel. Into this piece 
bore a hole large enough to accommodate abrasheuihered to doe 
the jaw ofa small C-clamp. Use the clamp to 


—Les Beckman, Saginaw, Mich. 


Fine-grit wet/a 


f we 
secure the blade as shown while stroking the glen 


blade edge on a flat abrasive surface. 


—Charles Mak, Calgary, Alta. 
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SHop TIPS 


Protect tiny turnings with PVC 


‘Tasked with making a quantity of small turnings from 4" dowel, I 
initially considered mounting them directly in my lathe’s four-jaw 
chuck, but realized doing that would mar the dowels. So instead, I 
placed them ina short length of 34" PVC pipe. I cuta slot the length 
of the pipe, enabling it to compress snugly around each dowel as I 
tightened the chuck’s jaws. 


—Arthur Hoff, Lakeland, Fla 


‘woodmagazine.com 


Use this bandsaw jig to avoid 

small-cutoff projectiles 

Crosscutting small pieces, such as buttons or plugs, on a mitersaw or 

tablesaw can bea dicey proposition. The cutoffs can drift into the blade 

and fire back at you. To keep such crosscuts safe and manageable, do 

the job at your bandsaw using this jig. Rest the workpiece in the V-cut 

edge of a length of wood screwed perpendicular to another length of 

wood sized to ride in the saw’s miter channel. Use a block of wood 

secured to the saw’s fence asa stop for repeatable-length cuts. @® 
—Tony Rush, Springfield, Ore. 


FORTIFIED WITH PENETROL® TO DRIVE 
PROTECTION BELOW THE WOOD SURFACE 


TRANSOXIDE PIGMENTS AND UV ABSORBERS 
PROTECT AGAINST FADING AND UV DAMAGE 


DURABLE RESIN BLEND PROTECTS 
WOOD AGAINST RAIN AND SNOW 


THE NEW FLOOD® PRO SERIES 


FORMULAS FOR SUCCESS 


Penn State Industries 


Top Quality, Great Prices and Expert Advice! 
1-800-377-7297 « www.pennstateind.com 


Patent No.: US D682,352 S 


Bolt action handle 


smoothly advances 

and retracts the refill! 

is You Made a Bolt Action Pen?” 
Wow! You Made a Bolt Action Pen? 

Discover the joy of making this completely original and irresistibly Original Bolt Action Pens 


fun Bolt Action pen, a gift that will be hard for any hunting or 
target-shooting enthusiast to put down. 


Completely Authenti 


Every detail, from the one of a kind bolt-action mechanism to the 
precision-engineered components, was carefully designed to ensure 
uniqueness and reliability. The realistic bolt-action handle smoothly 
advances and retracts to securely lock the refill in place. Includes a 
bolt-action rifle clip and replica 30 caliber cartridge and rose gold 


ith refill retracted 


Item # W 524 25-49 50+ 
tip for added authenticity. You can even reverse the bolt for left Chrome (shown above) ¥PKCPROI0. «$12.95 $12.05 $11.15. $10.25 
handed operation! Gun Metal #PKCPROZD = $12.95 $1205 $11.15 $10.25 

24kt Gold +#PKCP8000 $14.95 $13.95 $12.95 $11.95 

Easy to Make Antique Brass ¥PKCPRO40 $14.95 $13.95 $12.95 $11.95 
So easy to make on a lathe, no one will believe you made something 
of this quality in 15 minutes. Requires mandrel, bushings 3 Bolt Action Pen Kit Starter Package 
(Itern #PKCP3000BU $5.95) & 3/8" drill bit (Item #PKEXEC-38 $3.95) You get one of each pen in 24kt Gold, Gun Metal and Chrome plus 

‘ 4 the 3/8" drill bit and 2pc Bushing Set 
Our Customers Love Their Bolt Action Pens! #PKCPBAPAK SAVE $8 Only $42.75 SAVE 16% 
Rod R. of VA wrote, “This pen kit is Awesome - I LOVE IT!” 
Daryell S. of TN wrote, “J am extremely delighted with this pen. Deer Hunter Bolt Action Pens 


The look and feel is remarkable and the craftsmanship is perfect. 
This already has become my best selling ink pen.” = 
More at Pennstateind.com 


See our full selection of Bolt Action Pen kits including Magnum 
and Mini styles, Search "Bolt Action Pen Kits’ on our website. 


Easy to start with a FREE DVD! A $20.95 Value! Antique Pewter 
Our FREE 45 minute instructional pen making DVD is packed with - tem # 14 5:24 549 50H 
all of the info you need to start making pens. Order item #DVD Antique Brass #PKCPBDHAB $16.95 $15.95 $14.95 $13.95 


Antique Pewter APKCPBDHAP $16.95 $15.95 $14.95 $13.95 


Convenient work light 
with 18" flex cable makes 


yee “ 
egianertina ries teasertoseeeventve Dann State Industries 


recise speeds 
f ee 24 indexing positions Top Quality, Great Prices and Expert Advice! 
with spindle locking 1-800-377-7297 + www.pennstateind.com 


60°Heavy-duty, ball bearing tailstock 
center provides great grip with 

less stress to avoid splitting Tool storage rack 
keeps chisels and 
other tools close 


athand 


Convenient 
carrying handles 


Vary speeds from 
400-3800 RPM 
for shaping or 
finishing with 

aturn ofa knob 


Cast iron base is sturdy, 
Designed for easy, Powerful motor provides stable and accepts an 
quick belt access superior power and performance optional extension bed 
and removal for turning projects over 42° 


More Power! More Features! More Fun! 


Packed with features, the Turncrafter Commander™ midi lathes are the most advanced, powerful and easy to use lathes in their class. 
These 10" and 12" swing workhorses will help you easily, effectively and affordably tackle all your turning projects, Satisfy all of your 
woodturning needs at Penn State Industries with turning tools, chucks, pen kits, pen turning supplies, projects and more. 


Our customers love their Turncrafter Lathes! 
David H. wrote, “TOP OF THE LINE LATHE!!!!! I have just received this set and was astonished at the beauty and quality! I couldn't have ordered a 
better product. Very easy to use and I recommend this to any newcomer to this hobby or business.” 


one 10” Swing Variable Speed 12” Swing Variable Speed 
Sets ‘make it easy to Basic Advanced Basic Advanced 
Sat mating pees Lathe Only StarterSet_ | StarterSet_| LatheOnly | Starterset_ | Starter Set 
$349.5 $399.8 $649.5 | $449.5 $511.85 | $737.85 
UPS Shipping Cost $50 $58 $60 $55 $65 SC 
RQ 2 item reiciovs | eiciovse —)exctovsa || retcravs | tetcravse | reuciays-a 
\\* Gy Lathe v v v v v v | 
| Sinitine Pen Kits 5 (24 kt Gold) 20 (Variety) 5 (24kt Gold) 20 (variety) 
cUKSPRRCATONSTT) = ae aE 
bea Tanai Speed] VatableSpecs| |PenManel 4 y ia y 
Bel Peon pa pater — | Mandel Wrench | | 
pea Tae NOF Tao] VHT | 5c Steal CHE ¥ | a 
Iasq—fSiga | a pen Blank Oakes 104s) | Makes 40) “kes 1015) | Wakes 0s) | 
Reenter Tr ——— | Mid Cure Epony ue v y (ER u 
"aaa rare UES 7mm Barrel Trimmer v v v v | 
RATES WNTAREPORRUSE | Tbe insertion Tol v | y 
era ‘ ee COE wate Shellawax Creame ¥(30ML) V (250ML) | ¥(30ML) V(250ML) | 
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Deli 
Down 


A pared-down workshop returns 
the focus to thejoy ¢ woodworki 


by Anne Briggs pia 


t some point in his or her woodwork- 
A ing career, every woodworker dreams 

about a giant shop space, with ample 
lighting and fancy machinery. Our farm has 
a 1,000-square-foot outbuilding that I origi- 
nally outfitted as my shop. However, as a 
hand-tool-focused woodworker, after a few 
projects under the leaky roof of that large 
space, I decided it was time to downsize 
instead. So I converted the 8x10 laundry 
room in our house into my new shop. 

1 love my new postage-stamp-size space. 
Itis heated, which, during the winter months 
in Seattle, is a huge plus. The sink makes 
sharpening with waterstones a lot less messy. 
Anda large window right over the bench lets 
in lots of natural light while giving me a 
great view of my chickens, goats, and alpacas 
playing in the field outside. If I end up build- 
ing bigger-than-my-normal projects, I will 
probably annex the porch. 


2 


Designing a small workshop took a lot of 
careful thought to make it work right. I 
wanted to maximize the natural light from 
the window. But I still needed walking room 
between the bench and the window (I am 
544" and have a fairly short wingspan), so I 
could work from both sides of the bench. 
Also, I left just enough space between the 
bench and the wall for me to rip long stock 
on my stacking saw benches. 


Designing a small workshop took a lot of 
careful thought to make it work right. 


A hanging tool chest, above, keeps my 
most-used tools within easy reach of the 
main bench. I put my assembly bench 
against the wall at 90° to the bench. A shelf 
beneath it holds all of my bench hooks, 


WDE WEB 


Even with space at a premium, a dedicated sharpening 
station has proven to be worth its square footage. With 
the hassle taken out of sharpening, | more readily maintain 
my tools. 
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The efficiencies of 
being in a small 
Space abound. For 
one, it forces me to 
think through every 
stage of the project 
before | begin. 


Woodmagazine.com 


shooting boards, battens, holdfasts, and 
benchdogs within easy reach of both benches. 

Everything in the shop is never more than 
a few steps away, so not only am I walking 
less in the middle of a project, I also spend a 
heck of a lot less time wandering around 
looking for the tool I set down three projects 
ago. I've trained myself to put tools away as 
soon as I'm finished using them, and there 
simply isn’t space to allow the mess of 
multiple projects to build up. Everything in 
the shop has “its place,” and that makes it 
easy to put tools away and to find them 
again when needed. 

The efficiencies of being in a small space 
abound. For one, it forces me to think 
through every stage of a project before I 
begin. This lets me execute quicker and with 
more confidence. 

Moving into a smaller shop space had 
another advantage I hadn't predicted— 
space became so precious that it wasn’t hard 
to part with some of the tools I’d been hang: 
ing on to for far too long, Paring down my 
tool collection brought in extra money to 
upgrade some of my vintage tools to a few 
modern Lie-Nielsen counterparts. I ended 
up having fewer tools to maintain and 


isto wherever itis most needed, eliminating t 


for an expensive electrical overhaul in the farmhouse. 


sharpen. I can now spend more time wood. 
working than fighting the constant battle 
between Seattle's humidity and the iron ina 
whole fleet of tools. 

Someday, when I’ve got an extra $15,000 
to replace the roof, insulate, plumb, and heat 
my 1,000-square-foot outbuilding, I may 
turn it back into a woodworking shop. But 
for now, I couldn't be happier with my little 
postage stamp in the laundry room. 


D> Anne Briggs Bohnett 
‘manages the wood studio. 
atPrat Fine Arts Center, 
tes for Fumiture & 
Cabinetmaking magazine, 
and manages the popular 
Instagram account 
@anneofaltrades. 


23 


MEASURE MOISTURE 


IN THE WOOD 


NOT ON THE WOOD 


MOISTURE METERS 
DESIGNED FOR WOODWORKING PROFESSIONALS 


www.wagnermeters.com 800.795.9916 


VISIT US 
AT#1306 


6 Profiles — 


From One Router Bit 


By Jim Heavey 


> Find ogee bits in a 
number of different 

styles and sizes 

from Bosch, Freud, 
Whiteside, and others. 
lve found that price is 
generally commensurate 
with quality. 
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JA 2 interesting edge can be the perfect 
LY highlight on a prized project. The 
# Aproblem is, quality router bits can be 
expensive—as much as $50 apiece. Who 
wants to spend that much on a one-trick 
pony? Here's the thing: Most router bits can 
produce at least a couple of different profiles. 
In this article, I'll show you how you can use 
an ogee with a fillet to create six different 
profiles, The one I own runs about $40. Its 
durable and extremely sharp carbide cutting 
surfaces contribute to the cost of this near 
lifetime-lasting bit. 

Start by mounting the bit in your table- 
mounted router, and set your router’s speed. 
according to the bit manufacturer's spec 
tions. (Iset my router to 18,000 rpm.) The first 


three profiles are made with the face of the 
bit’s bearing set flush with the table fence 
[Photo A]. By adjusting the bit’s depth of cut, 
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> How fast should 
you go? Learn how 
to adjust router bit 
speeds for better 
cut quality. 
woodmagazine.com/ 
routerbitspeed 


> For additional 
profiles, try the same 
bit setups with the 
face of the board 
against the fence. If 
variety is the spice of 
life, this is the entire 
spice cabinet. 


‘woodmagazine.com 


reveal, This produces a very orate profile 


rS ere 
Full-profile ogee with a fillet. Raise the bit almost completely above the Break the edge. The round-over softens the sharp edges and comers on 
tabletop. This will create a fillet (step), the ogee shape, and a small bottom projects made with splinter-prone woods such as oak or cedar. The radius 


of this round-over is 


Classic ogee profile. Lowering the bit removes the filet, resulting ina more  Round-over with a fillet. Raise the bit to expose the filet again, This 
classic-looking ogee profile. This second profile has less omamentation | round-over with a fillet provides a decorative “shadow line” that nicely sets 
than the fist but provides a smooth transition from a fat surface. offthe top edge of a projet from its side. 


‘Asimple cove, Lowering the bit until onl the bell of the it's topmost Create a beaded profile, Rout a round-over witha filet along both edges of 
cutters is exposed produces a subtle decorative cut. The radius ofthis your board, Test-cut a piece of scrap, adjusting the bt height until the two 


cove is 4", 


you can isolate sections of the bit’s profile 
[Photos B, C, and D]. 

‘To make the next three profiles, you'll need 
to slide the router fence forward [Photos E, F, 
and 6). 

Because my memory occasionally lasts only 
as long as the exercise, I created a storyboard 
with each of the profiles on the edge [Photo H]. 
Of course, if your shop is anything like mine, 
finding that storyboard when it’s needed may 
be another story. 


round-overs meet atthe center, forming a perfectly round bead. 


‘To instantly recall how you made a profile, keep a storyboard ike this one. Mark the bit 
type and any pertinent details (cutting depth, bit height, etc, beside each profile, 
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Body Mechanics 


_Proper 
“Plane 


> These instructio 
show a right-handed 
woodworker. Lefties, 


just reverse right and 
left and work in the 


ith a sharp blade and by moving 
your arms and legs in unison, 
avings will flow from your hand 


plane with minimal effort. Follow these 
simple steps to improve your results. 


Start with the grip 
yur dominant hand 
around the back handle (called the tote) and 
ended index finger behind or 
-dge of the blade, right. 
your other hand around the front knob. 
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= ENGRAVE IT. CUT IT. MARK IT 


aid The finishing touches start here. 


| — 


The Proof is in the Results 
Creating your own inlays, custom cabinets, and photo 
engravings has never been so easy. Epilog’s versatile lasers 


allow you to etch, engrave, and cut intricate shapes and 
designs in a matter of minutes. 


To request a brochure, DVD, and samples, contact us at: 


www.epiloglaser.com/bhg + sales@epiloglaser.com + 888-437-4564 MADEINUSA 


Before 


This is the last light you'll ever need. 16 times brighter than conventional 


www.haikuhome.com/wood 
bulbs and rated to last for more than a century, our Garage Series LED 


866-416-8317 
puts all other lights to shame. It's even pre-wired for easy installation, so 


transforming your toughest space is as simple as plug-n-play. And the 


whole thing's covered by a seven-year warranty. You're welcome. @ HAIKU | BIG ASS 


SUITORS 


LIMITED TIME ONLY! 


The Complete WOOD Magazine 
Collection on USB Drive 
woodmagazine.com/archive 
888-636-4478 

Use Promo Code: 


Set your body 

Stand to the rear of the workpiece, feet set 
shoulder-width apart, left foot in front, and 
most of your weight on the right foot, Bend 
your elbows slightly. Plant the nose of the 
plane on the workpiece with the blade off 
the end. Place primary pressure down and 
forward on the knob and moderate forward 
pressure on the tote. 


Put the plane in motion 

Most of the power comes from your legs, so 
begin by lifting your front foot slightly and 
driving off your rear foot. (Sort of like a base- 
ball pitcher.) Rock forward, let your elbows 
bend until your upper arms contact your body 
and, as the plane moves, begin transferring 
weight to your front foot, as shown in the 
photo on page 26. Continue driving forward 
with your rear leg. Extend your arms to 
increase the length of the stroke. 

For long boards, increase your range by 
stepping forward, above. As the nose of the 
plane reaches the end of the board, reduce 
downward pressure on the knob, (Release it, 
if you like.) Keep pushing on the tote until 
the blade clears the end of the board. Remove 
shavings from the plane with your free 
hand, then conserve effort by dragging the 
plane along the board back to the starting 
position for the next stroke, 
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> Record yourself 
with your phone or 
video camera and 
analyze your form. 
Compare it to our 
slow-mation examples. 
woodmagazine.com/ 
planeform 


> Watch two free 
videos on sharpening. 
woodmagazine.com/ 
sharpenvid 
woodmagazine.com/ 
sharpenvid2 
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SuperJaws XXL is a tough, portable workstation with a powerful 
1 tonne clamping force and controlled clamping pressure. 


Constructed from powder-coated steel, SuperJaws XXL boasts a 
1000mm clamping width and will securely clamp almost anything, 
from timber and bikes to doors and fence panels. 


Features include a lock/release switch for fast release of the 
workpiece, reversible jaws for extra wide capacity and foot-operated 
clamping for hands-free operation. The greater load capacity of 
250kg allows clamping of larger workpieces, 


Sliding-door 


Curio Cabinet 


Show off your 
woodworking t i WW ay ey | i " 1) 
skills with E a q ; Ly 
i Hy ni 


this stylish | | } 


ww 


for china, 
“4 4 | 
= ZF 


Glassware, or 
collectibles. 


Yor 1B x AOM' lass shelves wort 
‘of valuables, 


‘sag under weigl 
\ 


20" fullextension — 
drawer slide 


Biscuit joinery on carcase — 
is construction, 

Four drawers provide 

storage forless-showy items, 


|SIDE ASSEMBLY 
(left inside shown) 


st ¢—— 1S)" rabbet " der 
15% x32%" — eee ep 


oie L,__ assembly 
EO 


#O biscuit. > 


W' holes 
5 deep 


20" fullextension 


EXPLODED VIEW 


Glass windows 
insides show 
offitems 
on shelves. 


Strong halflap 


Jolntskeep doors square, 
iscuit joinery for the carcase > Brush up on 
B and simple, tablesaw-cut _ biscuit joinery. 
joints for the doors and draw- _ woodmagazine.com/ 
ers make this impressive cabinet _ biscuitbasics 
much easier to build than it first 
appears. The doors glide open and 
closed on standard drawer slides, 
combining smooth action with ease 
of installation. 
Start at the sides 
Cut parts A-E to size [Materials Note: Several joints 
st, page 37, Drawing 1). Taper the require #0 biscuits fo 
leg (A) feet [Drawing 1a]. Set two legs prevent visible biscuit 


aside for the back assembly. 
Biscuit and glue a center rail (C) 
and bottom rail (B) to each panel 
(D), keeping the outside faces flush 
[Drawing 1]. 


slots, so we used that 
size throughout. 


aL 


Dry-fit to ensure square side assemblies. Draw alignment marks on the top and bottom 
rails (B,E) and legs (A). Then, disassemble, apply glue, and clamp. 


‘Align the marks as you draw the clamps tight, and keep both surfaces flush. 
Then, measure the diagonals to check square again. 


Cut biscuit slots in the legs (A), top 

rails (B), and panel assembly (C/D/E) 
[Drawing 1]. Glue and clamp the side assem- 
blies [Photos A and B]. 
An the inner face of each side 

(A-E) for glass [Drawing 1, PhotoC]. Leave yy 
the router set up to rout the doors later. 

Drill shelf-pin holes in the legs assem- 

blies [Drawing 1a). 


Mitered ends 


> Watch a free video about drilling 
shelf-pin holes accurately. 
woodmagazine.com/shetfpin 


Build the drawer case 


Cut drawer-case parts F-I to size [Draw- 


ing 2]. Mark all of the biscuit locations, 39" 


and identify mating edges and faces to 
facilitate assembly [Photo D]. 


SKILL BUILDER 


Keep faces straight for biscuiting success 
Biscuit-joining edges to faces offers a challenge: precisely centering 
slots on an edge and between pairs of lines drawn on the ends, top, and 
shelves. When you cut slots for edge-to-edge biscuiting, the biscuit 
joiner fence accurately positions the slot on both parts, but the fence 
can't help in this situation. 


Press joiner 
against fence 


1734" 


Eaprawer (CASE ASSEMBLY 


#O biscuit 


19%" 


1734" 


The answer is to pay careful attention to the joint alignment marks 
when you cut the slots. 

So, remove the joiner's fence and construct a plywood or MDF fence 
like the one shown below, left. 

When you cut slots in the face of a part, such as a shelf (H), clamp 
the wooden fence along the line on the unmarked side of the joint [Photo 
F}. To edge-slot the mating part, lay it on the benchtop with the marked 
face up [Photo F]. When you join the parts, match the marks. 
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‘Lay the side on scraps. 
‘opening, square the corners with a chisel. 


vierlied, the Nf 


‘woodmagazine.com 


‘of 44" plywood to raise it off the bench. After routing the glass 


#O biscuit 


#Ox'1'FH. screw 


Drawercase 


#0 biscuit. 


Cut the biscuit slots [Skill Builder, previous 
.page]. Insert biscuits into the slots with- 
out glue and dry-assemble the drawer case 
{Drawing 2], checking for flush edges and 
squareness. Glue and clamp the assembly. 
Cut the drawer frame (J, K, and L) [Draw- 
ing 2] to fit the front of the drawer case. 


 Qiisie ace 


g @ both faces on one, top only on the other. 


Draw along both faces of the dividers on the top (@) and shelves (H). Mark biscuit-slat 


centers and joint reference marks on faces of both parts. 


#0 biscuit 


! |] 
ie) at] S 


Elicarcase | 


98x14" FH. screw 


Miter-cut the ends of parts J and K; then, 
assemble the frame with glue and biscuits. 
Biscuit and glue the frame to the case. 


Construct the carcase 

Cut parts M-O to size, and edge-glue 

stock for the top (P). After the glue dries, 
cut the top to size and chamfer the ends and 
edges [Drawing 3). 

Drill screw holes and slots through the 

case top (M) [Drawing 3]. Attach the top 
rail (N) to the case top with biscuits and 
glue. Glue and biscuit the two legs (A) you 
set aside to the back (O). 


> Glue up a top that 
stays flat. 
woodmagazine.com/ 
flattop 


Tip! To form the slots in 
the case top, drill two 
adjacent 2" holes and 
cut, file, or sand away the 
web between them. The 
slots allow the top to 
freely expand and 
contract with seasonal 
changes in humidity 


> Watch a free video 
about cutting this 
drawer joint. 
woodmagazine.com/ 
simpledrawers 


Tip! Dry-assemble the 
drawers before gluing to 
make sure they ft the 
‘openings in the drawer 
case and slide easily. 


Join the drawer case (F-L) and case top/ 
rail assembly (M/N) to one side (A-E) 
with glue and biscuits [Drawing 3, Photo G). 
‘Then, attach the other side assembly. 
Postion the back assembly (A/O) on the 
‘rear of the carcase and drill countersunk 
screw pilot holes in the back legs [Drawing 3}. 
‘Then, glue and screw the back to the carcase. 
Fasten the top (P) to the case top (M) as 
shown in Drawing 3. Center the screws in 
the slots at the rear. 
Cut the base rail (Q) to size, miter-cut the 
ends, and cut the feet (R) to shape [Drawing 
3a]. Glue the miters together. Then, glue the 
base rail/feet assembly to the front of the 
carcase [Drawing 3]. 
i the carcase assembly (A-R) 
with progressively finer grits through 220. 


Now, you need four drawers 
Cut drawer parts S-V to size. Set the false 
fronts (V) aside for now. 

Saw or rout grooves in the drawer sides 
(S) and fronts/backs (T), and dadoes in 
the sides [Drawing 4]. Rabbet the fronts and 

backs (1). 

Finish-sand the parts, including the false 
fronts. Then, assemble the fronts/backs, 
sides, and bottoms. 


Note: The drawer boxes (SU) will not be stained. 
You can clear-finish them now and set them aside 
until final assembly: 


W dado %" deep 
%' Fromedge 


Eprawer Zz 
o 


= 


%" groo 


Se 
ee 


Align the drawer case side (F) withthe bottom edge ofthe side bottom rail (E). Bring the 


front ofthe oase flush withthe front edge ofthe leg (A). 
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20" fi 
The doors come next 


Tip! Cut some extra Cut parts W, X, and Y to size. T 
pieces the wiath and 1 Form half-laps on the ends of 
thickness of the stiles the stiles (W) and rails (X) [Skill 
and rails (W,X) to test Builder, Drawing 5]. 
your setup for cutting the Glue the door frames together. 
haltaps. Check for square by measur- 


ing the diagonals, then clamp. 
After the glue dries, rabbet the 
glass opening on the inside of 
each door, as you did the side 
assemblies [Drawing 5]. 
Designate a left and right 
‘door, and glue a stop (Y) to 
each, flush with the edge of the 
outside stile [Drawing 5]. Finish- 
sand the doors. 


> Find out more 
about half-ap joints. 
woodmagazine.com/ 

halflap 


1% half-lap 
20" fullextension drawer sl 


[DOOR 
(inside face of left doo 


right door is a mirror image) 


SKILL BUILDER 
Gauge width with parts to ensure precise hal 


Strong, attractive half-laps require careful measuring and cutting. 
Always cut test joints to check setups and sneak up on your final 
settings for success. 
To cut the joints, install a %" stacked dado set in your tablesaw. Set 
the cutting depth to one-half the thickness of your stiles and rails. 
Then, for the half-laps on the ends of the rails, set the distance from 
the outside of the dado set to the tablesaw fence at the width of a stile 


Edge flush with 
tooth on outside 
of blade 


54" 


ull extension drawer slide 
17h" 2 


1A" rabbetis Ye" deep 
routed after 
assembly 


26" half-lap, 


lide 


#85" panhead 
sheet-metal sorew 


r shown, 
17 %x50%e glass’ 


f-laps 

(W). For highest accuracy, gauge the distance with the stile itself [Photo 
H]. Make test cuts. Then, cut the half-laps on the rails (X) [Photo !]. 
Make each cut in several passes, butting the end against the saw 
fence for the final pass. An auxiliary mitergauge fence prevents 
splintering the workpiece. 

Adjust the fence to the width of a rail (X), and similarly cut the 
half-laps on the ends of the stiles (W). 


Equalize the spaces between the drawer fronts by dividing the total gap by three. Cut 


eight spacers to that thickness. Similarly, measure the side-to-side gap, divide that by 
three, and cut four spacers to that thickness. 


Note: For safety and 
best appearance, ask 
your glass dealer to 
grind the shelf edges. 
Several edge profiles 
usually are available. 


Tip! As you cut and fit 
the stops, mark them on 
the back for position so 
you can reinstall them 
easily after finishing 


Note: Instead of glass 
shelves, you could make 
34" wood shelves and 
finish them to match 
the cabinet 
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—A t 
Position the fully assembled drawer slides flush atthe top and bottom ofthe door and the 
inside edges. Center the screws in the slotted holes for adjustabilty 


Assemble the cabinet 

Measure the side and door openings and 

have 44" glass cut to fit. Buy 34" glass for 
the two shelves at the same time. Mill stock 
for the glass stops (Z~CC) and cut stops to 
fit each opening. 

Touch up the finish-sanding on the car- 
case, drawer false fronts, doors, and glass 
stops as necessary. Stain as desired and 
apply a clear finish. (We used General Fin- 
ishes Java gel stain with several topcoats of 
lacquer sprayed on.) 

Slide the drawers into the case and stack 

false fronts (V) in front of two drawers. 
Measure the gap between the fronts and the 
case top [Photo J]. 

Apply strips of double-faced tape to the 

‘drawer fronts (T), position spacers at 


atl 


Place spacers only under the false fronts, not under the drawers. Press the false fronts 


firmly onto the double-faced tape. 


the bottom and sides of the opening, and 
press the bottom false fronts (V) into place. 
Put the remaining spacers in place, and 
attach the other two false fronts [Photo K]. 
‘The tape, along with the screws for the pulls 
[Step 8] will hold the fronts permanently. 
Install the glass in the cabinet sides and 
doors. Secure the stops with brads or a 
pneumatic pinner. 
Attach the drawer-mounted components 
of 20" full-extension, side-mount drawer 
slides to the top and bottom door rails (X) 
{Photo L]. Orient the slides so that the end that 
would be at the front when installed in a 
cabinet faces the outside of the carcase. 
‘Separate the slide parts, and attach the 
cabinet-mounted components to the 
carcase bottom rail (L) and top rail (N) %" 
from the top and bottom [Photo MJ. 
Remove the drawers and install pulls 
[Source], which shouldn't extend more 
than 1" from the drawer fronts to clear the 
doors. Replace the drawers. 
Slide the doors into place. Adjust the hang 
‘and parting gap as necessary with the 
slide-mounting screws. Install the shelves. 
Then, move the cabinet into a prominent 
position suitable for a showpiece. 


Tip! Thick double-faced 
tape, such as carpet 
tape, works best for 
attaching the drawer 
fronts. 


Produced by Larry Johnston 
with John Olson anc 

Brian Bergstrom 

Project design: John Olson 
lustrations: Lorna Johnson 


jean of 42"-wide cabinet 


Center the slides 3c" apart on the ral (722° each from center) Spacers help maintain 


slide position while you drive the screws into the rails. 
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ee 


ax Thx 96" Oak (2 needed) 


"34x 7% x GO" Oak “Plane or resaw to the thicknes: 


6 listed in the Mate 


rials List, 


4x 7% x 96" Oak 


o fo |o |e 
Ea 

wz BB 
Ya x 3% x 96" Oak 


Wh x 9% x 4B" Oak 


Cutting Diagra 


project requires 
BB bd. ft. 4/4 red oak 
5 bd. ft. 6/4 red oak 
21 bd. ft, 4/4 maple 
2 


ak plywood 


le plywood 


Y%ex 48 x 48" Maple plywood 


im 


Yex 9% x 120" Maple 


34x 48 x 96" Oak plywood 


Materials List 


FINSHED SIZE 


Part WoL Mat 
Sides 
A legs w 2 6 0 6 
“B_ toprais wow 15" 0 2 
Ccenterrals wie 1 0 2 
D panels ur is" 18%" op 2 
E bottom rails Ce 
eS 
F sides ye Ine 
Gp ATH" 40K Pt 
H shebes 17H 39" OP 
1 dividers wie Te oP 2 
J frame ties wie 2 0 2 
K> frame top ral 0 

frame bottomral 14" 44" 39" Ot 
aT 

case top ae 17H" 40K" OP 
N top front rail 1 aw 40% 0 1 
back w 38" 56K" Pt 
PP top w Dw 4s Ot 
Q base ral tw ao 
Re feet a a 
es 
S sides wT IT M8 
T fronts/backs "Te 18H" M8 
U_ batioms TW 18yF we 4 
Valse fronts “we 19K 0 4 
pe 
W stiles wim 5A" 0 
eee ar 

«oe Bt 

a 
2+ sie vertical 
‘RAY side hoszontal 


BB* door vertical 
CC* door horizontal 


“Parts initially cut oversize. See the instructions. 


Materials key: 0-red oak, OP-oak plywood, M-maple, 
\MP-maple plywood. 

‘Supplies: Size #0 biscuits (102); #81 flathead wood 
screws (12), #8x1 "flathead wood screws (6); #8%6" 
panhead sheet metal screws (16); glass, Yod G0" (2), 
Yo 5Y0G2H" (2), oA B¥oetOs" (2). 

Blade and bits: Stack dado set," rabbet and 45° 
chamfer router bits. 


Source 

Drawer slides: Accuride series 3832, 20°, no. 32508, 
$22.99/pair, (2 pairs), Rockler, 800-279-4441, rockler.com, 
Drawer pulls: Berenson Alto pull, 7921-2BPN-P, 

no, 1006115, $4.39 (4), Rockler. 

‘Shelf pins: 16-pack, no. 22773, $4.99, Rockler. 
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Acquire and accessorize 
your first stationary tool. 


y now you should have several hun- 
B dred dollars squirreled away. With 

the addition of another paycheck’s 
budgeted amount, you'll have enough to 
purchase your shop's centerpiece machine. 
But first, add a set of clamps. 


> Watch a video of the shop growing, 
updated with each paycheck. 
woodmagazine.com/is6progress 
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Learn through this series of Idea Shop 6 articles how to set up a shop by working within a budget of $150 every 
two weeks over 26 pay periods. Coinciding with each paycheck, we provide online a collection of related articles, 
plans, and videos. To get an e-mail reminder of that posting, sign up for our newsletter at woodmagazine.com/ 
newsletter. The first article in this series ran in WOOD® 238 (March 2016). Catch up with the previous installments 


at woodmagazine.com/ideashop6. 


Paycheck 9 


Woodworkers joke that you never have too 
many clamps. As you build projects, you'll 
see what we mean, So add to your collection 
four each of 24" and 48" aluminum bar 
clamps. (We purchased ours at Harbor 


Freight, harborfreight.com.) Those, and 
materials for a wall rack to hang them, use 
all but about $20 of this check, so sock that 
away in your savings jar. 

After building the clamp rack, bottom, 


begin shopping for a tablesaw to fit your 
budget at reviewatool.com, That purchase 
comes with the next check, so learn more 
about what to look for in the free online 
article at woodmagazine.com/buyatablesaw. 


Buying Smart: Aluminum bar 
‘lamps work well for panel 
slue-ups and carcase assembly. 
Because oftheir light weight, 
they make it easy to move or 
reposition an assembly. 


> Find plans for all the 
jigs and fixtures shown, 
woodmagazine.com/ 
ideashopé 


Build a versatile home for clamps. Keep bar clamps, one-handed bar clamps, spring clamps, 
and future clamp acquisitions organized on a wall-hung rack. 
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Paycheck 10 


With the addition of a tablesaw, the space 
starts to look like a shop. We chose a Ridgid 
(homedepot.com) contractor's saw with a 
built-in mobile base. Find lots of information 
about setting up your new saw for accuracy 


Miter-gauge slots 


Blade elevation wheel 


Whether tilting the tablesaw blade or 
pivoting the head of the miter gauge, 
set precise angles of 30, 45%, 60°, 
and 90° with this pai of drafting 
triangles. Long edges of 6" and 8° 
improve precision. Dead-on accurate, 
and they cost only a few dollars. 


and using it safely at woodmagazine.com/ 
ideashop6. After buying the saw, pick up a 
pair of inexpensive drafting triangles at an 
office supply store. Use these to set up the 
tablesaw’s blade-tilt and miter-gauge stops. 
continued on page 42 


Blade guard/splitter 


Blade-tilt wheel 


Miter gauge (stored) 


‘A motor inside the tablesaw cabinet spins a 10" blade 
that raises above the table for cutting stock of various 
thicknesses, and tits for bevel cuts. Work is guided past 
the blade along the rip fence for ripcuts or, for crosscuts 
and mers, with a miter gauge that slides in slats in the 
tabletop. 
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‘The NEW DR® Leaf Vacuum is designed from 
the top down to make yard clean up easier, faster, 
and more thorough than ever before. And for a 
limited time we are offering them at incredible low 
introductory prices! 


Rated #1 in Vacuum Power 
Easy, 1-Hand Dumping 


Stores Flat in Minutes 
Converts to a Utility Trailer 


www.nextwaveautomation.com f 


6 MONTH | 0% 36 MO. 
FREE TRIAL | FINANCING 


SOME LIMITATIONS APPLY. CALL OR GO ONLINE FOR DETAILS. 


s. LASER ENGRAVES «0 3D PRINTS 


THE MAKE ANYTHING MACHINE. 


- Carve, Laser & 3D Printing Modules 
with the optional digitizer 


- Works on wood, aluminum, soft metal, 
and plastic 
y to use with robust, professional 
capabilities 
Design software included 


From small shop production 
to idea fabrication... 


Metal Carving 


NEW and IMPROVED 


DR® Field and Brush Mowers fry 


Mow fields, brush, even saplings 
with never-before ease! 


for faster mowing! 


for easier handling! 


reduced up to $500! 


wv 
vw 
vw 


91405x © 2016 


Call for a FREE DVD and Catalog! 


Includes product specifications and factory-direct offers 


ree 877-201-5353 


FREE 


Paycheck 11 


Using your jigsaw and drill-powered sanding jig, turn a plywood 
scrap into a handy pushstick. Use it to move material safely past the 
tablesaw blade, keeping your fingers out of harm’s way. Because 
pushsticks get cut up with use, make several so you always have a 
fresh one on hand, Find several designs on the Idea Shop 6 website. 

If your saw struggles to cut thick or dense wood, invest in a thin- 
kerf blade (about $30). Because the thinner blade removes less wood, 
it requires less power to make a cut. Bank the remaining money. 


= 
aw 7 4 a 
‘Although only 442” thinner than a regular blade, @ thin-kerf blade removes 25 percent 
less wood, enabling deeper and faster cuts, and wasting less materia 


a2 


Paycheck 12 


tHE 


PORTER # CABLE. 


rit 


a 7m 


All of this check, and some savings from 
your nest egg, go to purchase a 6" dado set, a 
flush-trim router bit, a Forstner drill-bit set, 
and a roll of double-faced tape (amazingly 
handy stuff to have around, as you'll dis- 
cover). Use the router bit, Forstner bits, and 
tape to make zero-clearance inserts for the 
tablesaw, below. Make several of these 
blanks, as you'll need a new one for different 
widths of the dado blade and for each time 
you tilt the blade to a new angle. 

More great jigs for the tablesaw in the next 
issue guarantee perfect crosscuts and miters, 
and you'll build a versatile workbench and 
tool rack. 


> Get instruction on 
making a zero-clearance 
insert and watch a free 
video of the process. 
woodmagazine.com/ 
zeroclearance 
woodmagazine.com/ 
zcivideo 


>A dado set consists 
of two blades (called 
outside cutters) that 
can be stacked around 
additional blades 
(chippers) to plow 
dadoes and grooves 
from ¥4" to "His" wide. 


> Forstner bits were 
named for their 
inventor, Benjamin 
Forstner. They cut clean, 
flat-bottomed holes. 


By fitting close around the blade, a zero-clearance insert prevents cutoffs from falling into 
the saw, and reduces chip-out on workpieces. Relief areas on the underside, cut with 8 
Forstner dril bit, fit around flanges in the throat of the saw. 


Produce by Crag Ruegsegger wth Lucas Peters 
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vYes 


v Reliably Low Prices 

V Easy To Use Website 

¥ Huge Selection 

¥ Fast Shipping 
www/.rockauto.com 


VvYes 


vYes 


ROCKAUTO.COM = 


ALt THE PARTS YOUR CAR WILE EVER! 


The EASY DR® Way 
pi TRIM and MOW! 


The 
Gives You 5X the power and 
NONE of the backstrain of 
My handheld trimmers! 
thick grass and 

weeds without bogging down—the 
only trimmer guaranteed not to wrap! 

on big, 
easy-rolling wheels! 


cutting cord (up to 225 mil) takes 
seconds to change. 


NEW TOW-BEHIND MODELS FOR 
TRACTORS-ATVS & RIDING MOWERS! 


suppinc | T RIAL | FINANCING 


‘SOME LIMITATIONS APPLY. CALL OR GO ONLINE FOR DETAILS. 


FREE |6MonrTH | 0% 36 aN | 


91409x © 2016 


, “Turn Your ough 
riveway.into a 


Smooth Ride! 


DR® POWER GRADER 
your ATV or Riding 


Mower to remove ruts, potholes, 
and washboard. 


from your towing vehicle 
Models with wireless 
remote control available. 


‘ALSO GREAT FOR HORSE RINGS, 
BALL FIELDS, AND PARKING AREAS! 


by loosening and 
redistributing existing driveway material 


Call for a FREE DVD and Catalog! 


Includes product specifications and factary-direct offers. 


ret 877-201-5353 


FREE 


& 
8 
3 


Greene & Greene 


Server 


Whether used as 

a display stand or 
serving table, this 
elegant piece brings 
a uniquely American 
style to your home. 


> Leam several ways 
to cut mortises and 
tenons. 
woodmagazine.com/ 
mt4ways 


EXPLODED VIEW 


#8x%/'FH.screws 


x —Figure-6 
fastener 
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Start with the base 


Cut the corner (A) and center legs (B) to 


This project was inspired by a server from the Freeman Ford house in Pasadena, 
Calif., both designed in the early 20th century by brothers Henry and Charles Greene. 
The original server measured more than 7' long; we shortened this version to 5' to 
make it more versatile. 


Tip! Leave the 3 chisel 


size [Materials List, page 50]. Lay out and cut _in your mortiser after 
the mortises [Drawings 1 and 1a]. cutting the leg mortises. 
Cut and sand rounded tapers at the bot- —_Useit later to cut the plug 
tom of each leg (A, B) [Drawing 1]. Rout 45" mortises on the 
round-overs along all edges of each leg. ‘breadboard ends ()) 
Breadboard en. 


and ci 


arainand ki 
allowing the sold va 


p the 


Traditional 
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‘Clamp with cauls. Because mahogany can dent easily, use clamping cauls to prevent jaw 
impressions on the legs. 


‘Add the comer legs and rails. Repeat the process to complete the front and back leg-and- 
rail assemblies. 


Cut all rails (C-H) to size [Materials List, Tip! Once you fita 


(1 | LEGS Drawing 2, Exploded View]. Cut tenons on the __ specific mortise and 
Through ends of each rail [Drawings 2a and 2b]. Dry-fit tenon joint, mark both 
- monies each tenon into its mating mortise; trim as _ parts with corresponding 
a4 y = needed for a snug fit. letters or numbers to 
> + : To form the cloud-lift profile, lay out a keep them paired up 
l We pair of '4" radii on each end of the top during assembly. 
center rails (D) [Drawing 2b], and then cut and 


sand them to shape. Round over the top and 
bottom edges of the bottom rails (E, F, H), 
Fs and only the bottom edges of the top rails 
(C, D, G). Sand all rails and legs to 220 grit 
before assembly; the nonflush surfaces are 
difficult to sand afterward. 

| te and clamp the center rails (D, F) to 
h ‘the center legs (B) [Photo A]. After the glue 
dries, glueand clamp the short rails (C, E) and 
corner legs (A) to these assemblies [Photo 8). 


| 
4M ay 
| 


round-overs 


29%" 9 

Note: A clamping caul has a subtle arc along one edge so that, when captured 
| between an assembly and clamp jaws, it distributes force along the entire 
assembly edge. We use Bowclamp caulls here (bowelamp.com), but you can 
-your own from any stock. 


. |) ii, icorner Lec mortise DETAIL 
| mnortae + 2 4 
| Bi | T 
| 
+I) } } 
1 1% 


(Left rear/right front. comer Center 
shown, right rear corner and left (Center leg) 
front. comer are mirror images) 


(Leftrear comer shown, right rear comer legis a mirror image) 
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>To purchase a 
square-hole punch, 
see Sources on 
page 50. 


Chisel the mortise comers 
by removing the bit from 
your dil, positioning the 
chisel over the hole, and 
inserting the bit shank into 
the hole. Align the comers, 
remove the bit, and tap to 
depth with a mallet. 


dil bit for @ 46"-deep hole, (You can get by with a 54s" bit) 


Install the plugs You'll cut the mortises in the ends after glu- 
1 Lay out the locations for the ebonized _ ing the entire base together [Step 3, page 48]. 

plugs on the front-facing leg-and-rail Doing this in stages prevents damaging the 
assembly (A-F) [Drawing 3]. (If your server — leg surfaces over mortises that do not have 
will sit against a wall—as ours does—you _ tenons glued into them yet. Drill and chisel 
can skip the plugs for the back assembly.) _ the front plug mortises [Photos ¢ and D]. 


Efrrontysack ASSEMBLY Epic HOLE LOCATIONS 


Ye" round-overs 


Eytenon beta . 
. Lp 
y 2 
1 EXJctoun uit petait 
= =| +s 
2 i 
HM" 
CENTERLEGS CORNER LEGS: CORNER LEGS 
FRONT VIEW ‘SIDE VIEW 


(right leg shown, let 
legs a mirror image) 
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‘Score the ends of the top panel with a marking gauge to indicate the length ofthe tenons. 
(See Drawing 5.) 


‘Shape plugs [Skill Builder], then cut them to 

length so they protrude about %«" from 
the legs. Apply glue and gently tap them in. 

Glue the end rails (G, H) to the front and 

back leg assemblies (A-F) [Exploded View], 
and clamp until dry. Cut mortises and 
install plugs in the end-facing surfaces of the 
corner legs [Drawing 3]. 


SKILL BUILDER 
Fake your own ebony plugs 


True African ebony can cost $100 or more per board foot, so we 
“ebonized” our own plugs from hard maple. To do this, cut eight 
"square strips about a foot long. Sand a rounded pyramid point on 
each end, and color the tip with a permanent black marker. Dip the tip 


48 


Separate the tenons by cutting along the layout lines witha jigsaw. Doing this now 
provides full-thickness support for te jigsaw. 


Top-panel cutoffs 


Make a wrap-around routing fence from plywood (or any scrap 
stock) with two cutoffs the same thickness as the top panel 
sandwiched in between. 


into a dark stain or dye, such as black walnut or ebony, and allow to 
soak in, After the colorant dries, spray a coat of shellac to seal the 
coloring and prevent it from running when applying finish to the project 
later. When dry, cut off each plug at the bandsaw or with a handsaw and 
repeat as needed. 


rf i 
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Rout the tenons with any flatbottom bit, making shallow, incremental cuts, and moving the 
fence inward, Flip the top with each cut so you remove the same amount from each face. 


Cut away the waste between the tenons with a coping saw. Use a chisel to pare away the 
remainder at the shoulders. 


Now for the top side edge of each piece [Drawing 5]. Do not 
Glue up and cut to size the top panel (I) _ install the plugs yet; you'll do that after 
Gyro {Materials List], Then, make tenons on both assembling the top and breadboard ends. 
ends of the top [Photos E through I]. Mortise the breadboard ends (J) to 
Cut the breadboard ends (J) to size. Lay receive the top-panel (I) tenons [Drawing 


out and cut the plug mortises on the out- _ 5]. Fit the ends onto the top and secure with 
screws [Photo J]. Lay out and rout slots for the 
“ four breadboard splines [Drawing 4, Photo K]. 


“ 


ox %4" plug 
Ya" lohg 


ot %4" plug %/e" long 
: #8x2" FHscrew 
[Egereapsoarp-END DETAIL #8x2"F.Hsc 
“6! mortise 
56K" 3x4 
2h 4 ( ( 
jo »\ 
7 \ \ By 
=a | 
“" 18 1814" 


} > 
= } ae BM 
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‘SPLINE 
FULL-SIZE PATTERN 


i 


‘Clamp the breadboard ends to the top panel and then dill ea" 


‘each mortise into the corresponding tenon. Secure with screws. 


Aken the breadboard ends (J). Usinga 
‘chisel, cut each spline slot in those pieces 
14" deeper; leave the grooves in the top panel 
(1) asis [Drawing 4]. This allows for expansion 
and contraction due to seasonal humidity 
changes. 

Round over the edges of the top panel (I) 

and the outer edges and ends of the 
breadboard ends (J). Enlarge the pilot holes 
in the breadboard ends to '%s" to allow for 
seasonal movement. Finish-sand the top 
and ends. 

Make plugs and splines [Full-Size Patter), 

Jand color them black as before. Clamp 


14" spacet 


pilot holes in the center of 
bit. Square up the rounded ends with a 44" chisel. 


Bring it all together 

‘Apply finish to the base and top assem- 

blies. We used three coats of a 50/50 
mixture of Watco natural and medium- 
walnut Danish oil finishes, sanding between 
coats with 600-grit sandpaper. Topcoat with 
a water-resistant finish, such as polyure- 
thane or precatalyzed lacquer. 

Center the top on the base and attach it 

‘with figure-8 fasteners. Now show off 
your server and make your friends “Green: 
with envy. ® 


Produced by Bob Hunter with John Olson 
Project design: Kevin Boyle 


Rout a slot for the breadboard splines using a slot cutting 


the breadboard ends to the top panel, and Illustrations: Roxanne LeMoine, Kurt Schultz 
secure with screws—no glue. Next, glue the 
be plugs in the mortises, Glue the breadboard 

Toor ll splines to the top panel, but not to the 


over 
breadboard ends, This allows for expansion 


| without splitting the splines. Materials List 
FINISHED SIZE 
Part Ww Matl. gy 
ie > Download this full-size printable pattern, Base 
|" J] woodmagazine.com/240pattems ‘A comerlegs 1%" 2" 29%" M4 
} 8 centerlegs tw 2 20%" M4 
+-L— fines jicpmneans C topshortrals =" SY GTM 
his project requires approximately 30 bt of 74 mahogany wits Ce We 
< _ bd. ft. of 11/4" mahogany, 20 bd. ft, of 1/2" mahogany, and 1 bd. ft 
Cutting Diagram ihe: pi Se oe ee 
F bottom center a iM 2 
9 === if  topend rails 5” 10% M2 
is = acy it % == H bottomendrais 3%" 6" 10% M2 
‘Wex Tax 96" Mahogany Top 
j 1 top panel wis Seu" Mt 
@'e eie\/e a F=2 | >) J treadboardends 1" 3H" 18m" M2 
34x Tix 96" Mahogany K splines wow e oH 4 
er Materials key: M-mahogany, H-hard maple, 
| Bits: %" round-over, 4" slot-cutter. 
6 @ a ce) L 9 4 9 4 9 L 9 1 9 ‘Supplies: #8%%6" fathead screws, #82" flathead screws. 
34x 7%x 96" Mahogany 
= = i Sources 
oe | ¥%4" square-hole punch: no. 50K59.06, $29.50, Lee Valley, 


800-871-8158, leevalleycom. 
Ye" deep-cut slot-cutting router bit: no. 16/83.14, 
$30.80, Le Valley. 

Figure-8 fasteners (20-pack): no. 13K01.50, $3.20 
(screws no included) Lee Valley. 


x 5te x 72" (4 pieces needed for panel) Mahogany 


Baa 


Thx 3 Yox 3¥%x12" Hard maple 


fex 48" Mahogany 
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DR® CHIPPERS, now at our 
Lowest:Prices EVER! 
cowestt 


Try 


Larger 
=e] Capacity 


models available. No more 
force-feeding! 
up to 5.75" thick! 


want them, 


yard and garden 
waste as well as CHIP branches. 


The DR® STUMP GRINDER uses carbide-tipped 


high-discharging, ia d . 
models direct wood chips right where you fi ‘ } 


Pp nd Away/ANY 
eyStump FAST! 


TOMER 


With the Se/f-Propelled DR° POWERWAGON! 


drive loads 


up hills, over rough ground. 4 speeds, 
reverse, and powerful brake provide 
control 

helps you 
turn heavy loads on a dime! 


Powered dumping 


does all the ‘available! 


work. No more straining with a wheel: 
barrow or garden cart 


Big: Garden? No:Problem! 


Now you can till while’ you ride—with 
the Amazing DR® Tow-Behind Tiller 


cutting teeth (taking 360 “bites” per second) to 
reduce any stump to a pile of woodchips. 
Grinds stumps below ground level so 
they are gone forever! 
without 
our riding mower, ATY, or 
digging, burning, or chemicals garden tractor. x 8 
and lower-priced 2 
nadele P g fon you because your 
Sees @| towing vehicle does all the work 
with your riding mower x 
or ATV. 2 deeper, and faster 


than any walk-behind tiller 


Call for a FREE DVD and Catalog! 


Includes product specifications and factory-direct offers. 


ret 877-201-5353 


6 MONTH | 0% 36 MO. 
FREE TRIAL | FINANCING 


SOME LIMITATIONS APPLY. CALL OR GO ONLINE FOR DETAILS. 


These tools make quick work (in most cases) 
of removing milling marks and getting 
workpieces ready for finish. 
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Fastest to the Finish Line 


With each sander, we sanded away the melamine coating fiom 2 12x12" pece of partied using anew 80-orit 
ingspor’ Stearate 100 dis, tming how lang ook ta rave the melamine. Results shown ae the average of mutiple tests. 


VW: love every aspect of crafting a 
beautiful piece of furniture. Check 
that: everything but sanding. A 
random-orbit sander, like the ones we tested 
for this article, doesn't make sanding any 
less of a chore, but a good one shortens the 
drudgery while delivering a better finish 
than you could by hand. To help you find 
that good one, we tested 15 models with 5" 
hook-and-loop pads to see which worked 
the fastest, which netted the best finish, and 
which best combined both aspects—all 
while judging how well each one sucked up 
the dust it created. 

‘To measure aggressiveness, we conducted 
the test at right. The Craftsman 2109 and 
Bosch ROS65VC-5 worked fastest, each fin- 
ishing in about nine minutes. By contrast, 
seven sanders needed more than 15 minutes 
to do the same job. 


») Craftsman 2109 


> Festool produced 
the first electric 
random-orbit sander in 
1976. It was at least 
another decade before 
these tools became 
popular in the U.S. 


Minutes 0 


Black & Decker BDER600, $35 Bosch ROS20VSK, $75 
800-544-6986, blackanddecker.com 877-267-2499, boschtools.com 

This single-speed sander outperformed three Dust collection is excellent with this sander, and it 
higher-priced models overall, and finished third-best produced lttle vibration and few control issues. But 
for rate of material removal, But dust collection with _ it finished last in the aggressiveness testing, and its 
Its onboard container was not good, its paddle quality of finish—particularly in oak—lagged behind 
power switch and slide-style switch lock proved the other sanders. 

clumsy to operate, and it wandered and jerked more 

than most others. 
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Sand-through time - minutes-econds 


er 
Bosch ROS65VC-5, $215 


Aggressive with great dust collection, it barely 
vibrates, thanks to a weight about double the 
lightest sanders, But its size, pistol grip handle, and 
tendency to jerk and veer off course demand 
two-hand use. This sander left more scratches and 
swirls than we expected for a premium-priced tool, 
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The absence of wil marks nets an A" grade for te sander used on this board. 


Gunning for a fine finish 
An aggressive sander may be great for flat- 
tening and smoothing, but if it leaves a 
coarse surface, you'll lose the time you saved 
refining the surface to ready it for finishing. 
To do its magic, a random-orbit sander 
abrades the wood surface by two circular 
movements: the higher-speed spinning 
(oscillations, measured in rpm), and the 
side-stepping cam-action arcs (orbits, from 
¥2" to Me" among this group). With each suc- 
cessively finer abrasive you use, the sander 
removes marks left by the previous grit. Ide- 
ally, by the time you get to 180- or 220-grit 
abrasive, you should not see any swirl or 
scratch marks, even after applying stain. 

‘To judge each sander’s quality of finish, 
we sanded away pencil marks from red oak 


This represents a “C” grade, with noticeable swirl marks on this red oak board. 


and pine sample boards using 120-, 150-, 
180-, and 220-grit discs in succession, Then 
we applied an oil-based penetrating stain to 
reveal any scratches or swirl marks, as 
shown above. 

The Craftsman, Festool ETS EC 125/3 
EQ, and Mirka DEROS 550CV delivered the 
best results after sanding to 220, with the 
Makita BO5041K just slightly behind. How- 
ever, the Festool was the only sander that 
produced scratch-free surfaces after sand- 
ing to only 180 grit. Most other models 
needed to sand longer with each grit to blend 
the scratches, or continue on to 220 grit to 
get similar results. See how each model per- 
formed in the chart on page 57. 


Magazine 


TOP 


> Eleven of the tested 
sanders have variable- 
speed motors, and 
we tested those at 
their fastest settings. 
The rare times to slow 
down a sander are 
when the sanding dise 
loads up with debris 
when working on 
sappy, oily, or painted 
workpieces, or when 
the high speed makes 
the tool harder to 
control. 
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Craftsman 2109, $60 
800-349-4358, craftsman.com 

Ranking among the leaders in aggressiveness and 
finish quality, we like a lot about this sander. It's 
comfortable to hold and operate, but has one 
shortcoming: poor dust collection with the included 


canister, which improved significantly with a vacuum. 


Ignore the two features that add litle value: an LED 
light and a green-yellow-red sensor light to indicate 
the amount of downforce applied in use. 
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DeWalt DWE6423K, $80 
800-433-9258, dewalt.com 

This mode! handles most tasks pretty well, and 
excels at a few. I's reliable, comfortable to use, 
good at collecting dust, and capable of producing 
mostly scratch-free wood surfaces. Plus, it comes 
with a three-year warranty. 


Festool ETS EC 125/3 EQ, $385 
888-337-8600, festoolusa.com 

This sander saves time in many ways: It’s 
reasonably aggressive, delivers a final finish one 
grit quicker than the others, and its pad stops 
instantly when powered down. A brushless motor 
holds the key for this low-vibration sander. It's light, 
handles like a dream, and has excellent dust 
collection when hooked to a vacuum, but requires 
‘special nine-hole discs. 
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Hitachi SV13YA 
J 


Dodge all the dust 

Sanders create dust; there’s no avoiding it. 
But that doesn’t mean you should put up 
with airborne dust because the sander can't 
contain it. We evaluated each model using 
its onboard dust-collection container (see a 
post-test photo below right) and hooked toa 
proven high-efficiency vacuum. 

The two Bosch sanders and the Milwau- 
kee 6021-21 fared best using their onboard 
dust containers, while scoring about the 
same when tethered to the vacuum. The 
DeWalt DWE6423K, Festool, Mirka, Porter- 
Cable 382, and Skil 7492-02 also scored high 
marks when using the vacuum. (The Festool 
and Mirka sanders do not include a dust- 
collection container.) 

Connecting many of these sanders to a 
common 14" or 14" shop-vacuum hose 
turned into a frustrating venture because of 
dust ports varying in shapes and sizes (see 
the photos above). Our favorites are the 
ports on the Bosch and Festool sanders, 
which hooked up easily to 114" hose. We 
wish the industry would standardize port 
sizes to make dust collection easier. 


>To get the best results from a random-orbit 
sander, apply only the weight of your hand with 
‘no additional downward pressure. Use the same 
‘technique with two-handed sanders. 


Hitachi SV13YA, $80 

800-829-4752, hitachipowertools.com 

This sander delivered above-average finishes and 
‘comes with a five-year warranty. But it vibrated the 
most, and we found it difficult to control. It 
collected litle dust, and its oblong dust port (top of 
page) is nearly impossible to connect to a vacuum 
hose, The recessed sliding power switch is difficult 
to operate. 
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4 
Makita BO5032K 


‘An array of dust port sizes and shapes that proved difficult to connect to a typical 14" or 12" shop-vacuum hose. 


This dust field remained after we removed the test piece folowing a trial with one of the worst-collecting sanders and its 
container. The best sanders left virtually no dust behind. 


Makita BO5031K, $85 
800-462-5482, makitatools.com 

This above-average sander turns out a nice finish 
pretty quickly, shows no control issues, and has 
only minor vibration, But its included dust bag 
does only a fair job of dust collection, and its 
Undersized port requires a hose clamp to attach 
most vacuum hoses. 


Makita BO5041K, $100 


A pistol-grip rear handle and a front knob give this 
sander a different look and fee! than its sibling, but 
the core functions are nearly identical. it turned out 
slightly better surface finishes just a little quicker 
than the BO5031K—possibly due to the use of twa 
hands, 
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Go brushless—if you can spare the coin 


The Festool and Mirka sanders, equipped 
with smooth-running brushless motors, 
greatly outdistanced the other 13 sanders to 
share our Top Tool award. These two low- 
profile sanders deliver exceptional finishes 
and dust collection with little vibration, and 
each comes with a three-year warranty. In 
comparing the two, though, we can’t find a 
good reason to pay an extra $210 for the 


The Craftsman 2109 and DeWalt 
DWE6423K share Top Value honors. The 
Craftsman ($60) proved the most aggressive 
of this field, yet delivered excellent finishes. 
But you'll need to tether it to a vacuum for 
dust collection. The DeWalt delivers good 
finishes with better dust collection for just 
$20 more. But if you're really on a tight bud- 
get, get the $45 Porter-Cable 382. # 


Mirka over the already-pricey Festool. 


Milwaukee 6021-21, $80 
800-729-3878, milwaukeetool.com 

‘As were about to go to press with this issue, we 
learned this model has been discontinued and 
replaced with an updated model. But if you can stil 
find this older model—maybe at a discounted 
price—you'll get a sander that delivers slightly 
‘above-average results. Dust collection praved its 
greatest feat, scoring equally well with the included 
fabric filter bag and a vacuum. It’s comfortable to 
Use, the pad stops quickly at shutoff, and it (stil) 
comes with a five-year warranty. 


Ridgid R2601, $70 

866-539-1710, ridgid.com 

Average-quality finishes are what you can expect 
with this sander. But because it's not very 
‘aggressive, be prepared to sand longer to get 
flawless surfaces. Dust collection with the included 
bag filter was poor, but improved greatly with a 
vacuum. A noticeable pull and vibration make using 
this tool a bit of a chore. 


56 


Produc by Bob Hunter with Bob Saunders 
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5 Randbt 
‘sander 


Mirka DEROS 550CV, $595 
330-963-6421, mirka.com/en-us/us 

Like the Festool, this sander’s brushless motor 
makes it lighter and virtually vibration-free. Even 
though it does a great job of collecting dust using 
standard eight-hole discs, it gets even better when 
using a disc that takes advantage of the pads 28 
holes. The dust port rotates to ward off vacuum- 
hose tangles, but because it’s tucked tightly 
beneath the handle, some hoses might not fit. Our 


‘only knook: The paddle switch can get wearisome to 


hold down during use. 


Ryobi RS290G, $40 

800-525-2579, ryobitools.com 

You'll get what you should expect from a $40 
single-speed sander: a slow worker that delivers 
slightly below-average finish quality and dust 
collection, as well as vibration and control issues. 


Its slide-style power switch was stiff and needed 
more effort than we'd expect to operate it. 


E- & 


Porter-Cable 382, $45 
800-544-6986, portercable.com 

A solid performer despite its low price, this 
single-speed sander proved a nice surprise. When 
hooked to a shop vacuum, its dust collection was 
among the best in our test, and it fared pretty well 
when using its included bag. Although the finish 
results were a little below average, it made up for it 
in the other categories, 


Skil 7492-02, $40 

877-754-5999, skiltools.com 

This single-speed sander produces an average 
sanded surface. Dust collection was above average 
with its canister filter and exceptional with a 
vacuum. It has the same downforce sensor as the 
Craftsman, but we found it of little use. It vibrates 
and pulls more than we like, and at shutdown its 
pad takes the longest time (744 seconds) to stop. 
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Orbit Sanders: Controlled Fury Meets Fine Finish 


PERFORMANCE RATINGS (2) 
PRIMARY ‘SECONDARY 
‘SANDING PAD 
ABSENCE OF ‘DUST 
SCRATCHES (2) COLLECTION 7 _ 
= 
3 
2 
iS al? 
z s|la\2 8/5 2 
S Ppele|2|8\e|2\e 
a z e/8 &§ 2/2 2 
8 6 8)e/2\2 s/2\= 
i Sf © Pree s 
2 a sizis #i/b/z\/E Slel\ele = 
s 2 S22 2 > BBRBREE = a 
ay s 2 222 | HAMA s 2 hs 
8 Slee 2 2 2 = 2 BBB BEE e als 
is ela lelelayeberei 22 2|8/Zlelzel|2 22/8 
ale) |e le Wevettemedal elelelelelelele 2218 
g\z S| £xIBa Raa eaeoaee 
BRE SIS|2 2 = = 2: BAR BB BREE 
MODEL @/e@)z)2/= 2) 2 @/3/5 2/2/38 |/%\/8 2 5 815% 
BLACK & DECKER BDER600 14 hw 8 c i F i 2029) C | $35 
BOSCH ROS20VSK 75-12) %2 8 | CF | 1h R | 84s 10 350 M | $5 
‘BOSCH ROSBSVC-5: ma 8 | OF | 1h t 1% | 1 153 | H | $25 
CRAFTSMAN 2109 3m 8 | CF | Ik R 8 1 40 C | $60 
‘DEWALT DWE6423K wm 8 B | 1%] R |} 63" | 3 29) XK | $80 
FESTOOL ETS EC 125/3 EQ hw 9 N 1h R 1 326 G $385 
HITACHI SV13YA 8 | B Oblong Ss | 78" 5 31 C $80 
‘MAKITA BOSO31K hw 8 B te R | 6s 1 29) U | $85 
‘MAKITA BO5041K hw 8 B te T | 6 1 341 U | $100 
(MILWAUKEE 6021-21 Yum 8 B ct R | 76") 5 33) C | $80 
‘MIRKA DEROS 550CV Ye «28 | N 1 P 13' | 2° 22 | F | $595 
PORTER-CABLE 382 hw 8 Bo41h) Rk | 7 3030 Xk | $45 
RIDGID R2601 um 8 B 1424 S | 78" 3 35) C | $70 
RYOBI RS2906 Ya) 8] ea |m)s |e | 3 as|c | sa] 
‘SKIL 7492-02 Ym 8 | CF | 1k R 1 32 C | $40 
Excellent ‘2, Evaluated after sanding 3. (B) Fabric bag 4.(P)Paddle 5. (*)Athird yearis available upon 6. (C) China 7. Prices curtent at time of 
ia 10.220 grt. (C) Plastic canister without itr inside (R) Rocker registration after purchase. (F) Finland article production and do not 
(CF Plastic canister with paper iter inside (5) Slide (t) Lifetime service upon (6) Germany include shipping, where applicable. 
Fair (N) No fiter attachment (1) Trigger registration after purchase, (H) Hungary 
Poor (M) Malaysia 
(U) United States: 
N/A. Not applicable (1) Medco 
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> Read reviews of other portable sanders 


and add your own reviews. 
reviewatool.com/sander 


REVIEWATOOWCOM 


87 


About red grandis 

For this project we sought a wood that looks good, 
cartes a reasonable price tag, and works ike a 
‘dream, i also would have to stand upto the elements 
because this bench could find itself on a deck, patio, 
‘orporch, as easly as an interior entry hallway. The 
usual choices for these circumstances, white oak or 
‘cedar, would have worked, but then our lumber supplier 
recommended red grandis, and we're glad he 
‘This member ofthe eucalyptus family meets all of the 
‘above-mentioned price and performance criteria. Ifyou 
‘choase it, now that i can vary considerably in color— 
fom creamy pink to neary red—ffom one batch to the 
next, So buy all that you wll need, and then some, from 
the same batch before getting started, 


Indoor/Outdoor 


9 Stora 


DIMENSIONS 
33" H x 16%" D x 44" W 


urniture projects don’t have to be com- 
plicated to be attractive and eminently 
functional. Case in point: this com- 
fortable, pleasing-to-the-eye, sturdy, and 
practical bench with built-in storage. It 
consists of only 12 parts joined together 
with just glue and screws. It doesn’t get 
much simpler, or more satisfying, than that. 


58 


roximate 
maleate 


$100 


First, build a basic box 
Cut two ¥%x4%x33" blanks for the back 
portions of the ends (A). Lay out the taper 
[Drawing 1] and cut the blanks to shape. 
Now glue up two %x11¥x174" blanks to 
serve as the center and front portions of 
the ends (A). Glue one of those blanks to 
each of the tapered blanks [Photo A]. 
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EXPLODED VIEW 


#8x 14" FH. screw 


d-screw butt joints 
used throughout 


1x44" notch 


deepwitha 
ankhole 
centered inside 


Make a ¥4" hardboard ogee template Tip! Forming an end (A) 
‘using the Full-size Ogee Pattern on page 61. _ with two blanks glued 
Then use this template to mark the cutout together (instead of 
on the bottoms of the ends (A). Jigsaw the _ clamping boards to make 
cutout on each end, sand to shape, and fin- _itin one glue-up) allows 
ish-sand the ends. you to make a straight cut 
Glue up the front and back (B) and bot- __ with a tablesaw instead 
‘tom (C) and cut them to size [Materials _ ofa jigsaw, ensuring a flat 
List]. Finish-sand these panels. surface where the seat 
Use clamping squares to align the front sides (D) will rest Jater. 
and back (B) as you glue and clamp them 


sie view 


‘Two blanks make an end (A) wien you give and clamp them. Be careful to precisely align 
the faces and bottom ends ofthe two blanks. 
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B "setback 


Position the front and back (B) with a %" setback from 
the edges of the bottom (C). 


Place masking tape on the countersinking bit to control the 
counterbore depth. Then dill 34s" shank holes inthe ends 
(A). Do nat gue these joints —oversize shank holes allow for 
\wood movement with Seasonal changes in humidity. 


‘Saw the plugs but not the surrounding surface using a flust-cutting handsaw and a piece of cardstock with a hole sized 
to the plug diameter. 


Egeackrest 


Pattern 


to the bottom (C) [Photo B]. After the glue 
dries, reinforce those butt joints with screws 
[Exploded View]. 

Clamp (don't glue) one end (A) to the B/C 

assembly, flush at the front and back edges 
of the bottom (C). Secure the end with screws 
driven through counterbored holes [Exploded 
View, Photo C]. Repeat for the other end. 


Now, tackle the seat and back 
Cut to size the seat sides and back (D, E), 
then notch the seat sides [Exploded View]. 

Glue and screw the back in place flush with 

the back edges of the ends (A). Attach the 

sides using screws only. 
Cut plugs from scrap matching the color 
and grain around the counterbored 
screw holes. Glue the plugs in and saw off 
excess material [Photo D]. Chisel or sand the 
plugs flush [Skill Builder]. 
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Use the ogee template to lay out the back- 

rest (F) [Drawing 2] and feet (G). Cut and 
sand the pieces to shape. 

Glue, screw, and plug the backrest (F) 

‘flush with the tops of the ends (A) 
[Exploded View]. Attach the feet with glue 
only, setting them \4" back from the front 
edges of the ends and bottom. 

Glue up a blank for the seat (H), cut it to 

size, then sand it smooth, Hacksaw a 
continuous hinge to 32" long, and screw it to 
the back edge of the seat, centered. Now 
center the seat in its opening and screw the 
hinge to the seat back (E). 

Apply a finish appropriate to where the 

bench will be located. Before placing 
ours in a sunny indoor location we brushed 
on three coats of satin polyurethane. Now 
sit back and enjoy! 


Produced by Bil Krier wit Kevin Boyle 
Project design: Kevin Boyle 
stations: Roxanne LeMolne; Lorna Johnson 
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Skill Builder 
Pare plugs perfectly 


After sawing off hole plugs, you still need to 
make them flat, smooth, and flush with the 
surrounding surface. You can do that by 
sanding them, but that can be slow, and 
you run the risk of marring the surrounding 
wood. Instead, use a chisel to pare off the 
excess plug material. Work the chisel gently 
around the perimeter of the plug in a 
sawing-like motion to prevent the plug from 
breaking off below the surface. Do this right 
after gluing in the plug—that way, if you 
accidentally snap off the plug too low, you 
can extract it before the glue sets. 


FULL-SIZE OGEE PATTERN 


+4 Ay" 


3" 


> Download the pattem for this project. 
woodmagazine.com/240 pattems 


Cutting Diagram 


i) ° ° 


%4x 7% x 96" Red grandis (2 needed) 


[eo jo o- 


3x Sfx 96" Red grandis (2 needed) 


@ | Requires 28 board feet of %4" red grandis. 
} 


hx 52x 48" Red grandis 


pe = — — 


K ix) O10) 


hx 5%ex 96" Red grandis 


i) o = 


34x 7lex 96" Red grandis 


Materials List 


FINISHED SIZE 
Part T WL Mat ty 
AY ends we ie 33" Rk 2 
8 front/back wigu 36" Rk 2 
bottom wie 36k Ot 
D seatsides we 2 ew Rk 2 
E seatback wae 3" Rt 
F backrest 4 oR ot 
G feet ae 4 RD 
H seat wks R 


‘Supplies: 32° continuous hinge, #6x%%" flathead screws for 
hinge iit doesn't come with screws), #81" fathead screws, 
Bits: Countersinking bt, %" plug cutter. 
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The Robots 
——Are-Coming!— 


>> 


i 
we 4 

hether you're an early adopter of cabinet saw—or less. If you're intimidated 

technology or a Luddite with aflip- by the idea of a computer-operated wood- 

phone, these horizon-expanding working tool, take a deep breath. There’s 

tools will add an entirely new dimension to nothing magical about these machines; 

your woodworking. With prices coming each one, at its simplest, is just a device that 


down as the technology matures, many of “moves a bit, laser, or éxtruder ‘along three ' 
these machines cost about as much as a axes to cut, engrave, or build. 
6 _ — WooD magazine July 2016 
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CNC: An automated shop assistant 


What it does 

No, it won't sweep floors or empty the dust 
collector for you, but a CNC can cut out mul- 
tiple identical parts with perfectly shaped 
edges while you do other things [Photo A). 
Looking to engrave soft metals, such as brass 
oraluminum, acrylics, or wood with textures, 
images, or text that would be next to impos- 
sible to create or recreate by hand [Photo B]? A 


> CNC stands for 
“computerized 
numerical control,” a 
method of automating 
the movement of a 
machine's cutter. The 
term CNC is also 
used to refer to the 
machine as a whole.  time—if you can stop watching it work. (It’s 
mesmerizing!) 


What to look for when bu 
‘As with any machine purchase, consider the 
manufacturer's reputation, warranty, and 
technical support. You may need a little 
guidance when getting started, particularly 
if you have no experience with CNC tech- 


Tip! ifyou choose touse nology. The Laguna iQ, for example, comes 
a router with your CNC, with an offer of two hours of one-on-one 
select a variable-speed training with tech support. 

‘model. We found that Consider also whether you want a CNC 
lowering the routers machine that drives the router bit using a 
speed reduced the noise router or spindle. The latter costs more and 


level nearly 15 decibels, 
and still produced 
good cut quality. 


typically requires a cooling system, but runs 
quieter and lasts longer. 

Be aware that many of these machines 
don’t come with routers included in the 
prices, or with the CAM software (see “Select 
your software") required to use the machine. 


‘ACNC cuts complex parts, suc as these router ove forthe horizontal mortser on page 
72, to exact size. A straight bit cuts through the blank and into an MDF spol board, freeing 
the workpiece. 


Select your software 
The software available for running CNCs is almost as diverse as the 
machines. It ranges from simplistic and free-to-download (often without 
technical support) to advanced programs that can cost thousands. The 
majority of programs run on Windows operating systems, but you'll also 
find a few Mac programs. 

Although each CNC has different software requirements, the majority 
work the same way when it comes to programming, First, you design the 
model, text, or pattern in a computeraided design (CAD) program such as 
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CNC has your back, ready to save you loads of 


iQ Laguna, $6,000 


220V power supply, 
24x36" envelope 


lagunatools.com a a >The area where 


a workpiece rests 
on a machine is 
called the “work 

envelope.” This 
dictates the 
largest workpiece 
that fits in or on 
the machine. 


Create In CAM. A model or drawing created in 
‘CAM software can be re-created on any number of 
workpieces, and scaled up or down easily, 


Adobe Illustrator or SketchUp. That file must then be run through a 
computeraided manufacturing (CAM) program, such as Vetric's VCarve, 
That program takes the model file you created in CAD and renders it 
compatible with your CNC by outputting what’s known as G-code, the most 
widely used programming language. 

Finally, the CNC controller software interprets the G-code and sends 
signals to the machine to move the cutter in the three axes—up/down, left/ 
right, and forward/back. Sometimes the controller software is built into the 
machine. Sometimes it's run from a separate computer. Sometimes both. 
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The etch-anything laser cutter 
What it does 


Laser cutter/engravers transfer detailed 
images to wood—burning the likeness of a 
photo or illustration, for instance [Photo ¢]— 
and their minuscule kerfs make it possible 
to create very precise parts from thin mate- 
rial [Photo D]. Those who regularly do 
marquetry, build with small, thin parts, or 
need to engrave or inscribe would find a 
laser most useful. 


What to look for when buying 

First, decide whether you need a CO: laser 
or a diode laser. A CO: laser, like the Full 
Spectrum H-series laser shown right, works 
well for cutting or engraving wood, acrylic, 
glass, plastics, leather, paper, and even stone. 
However, reflective metals might damage it. 


unit like this one can cut 4"-thick plastic or ‘F1020PG Air 
wood—and leaves behind a smoother sur- ‘no. 55155, $1,800, 
face finish. 

Diode lasers, like the one found on Next 
Wave Automation’s Piranha Fx (see “Get all 
three machines in one,” page 66), are more com- 
pact than their CO2 counterparts, and 
require less electricity. They work on reflec- 
tive metals without risk of damaging the sucket holds: 
machine. But because they're often of lower or cooling system 
wattage, they are mainly used as engravers. 

Some lasers, such as those in Epilog’s 
Fusion M2 series, feature both diode and 
CO: lasers in the same units. 


> Diode lasers require the user Full Spectrum H-Series 40W Laser, $3,499 


to wear special safety glasses to 1.10V power supply, 24x36" envelope 


block out harmful rays, whereas CO2 Bea fslaser.com 
lasers do not. The polycarbonate or ‘Although many lasers come with a blower fan to exhaust fumes to the 
acrylic used in their viewing windows outdoors, a self-contained air purifier eliminates the need to run a duct 
outdoors. 


absorbs those rays. 


N 
ane 


at 
Set your laser to pulse. This one-second exposure captures the on-and-off pulses of the Cut precise small parts. laser makes easy work of the Interior cuts in this puzzle map of 
laser as it travels across this panel, buring in a design. With this machine, the bottom the U.S. Because the laser bums away the wood, the edges of the 44"-thick pieces have a 


can be removed, making it possible to engrave or cut pieces too large to fit inside. singed brown color. 
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Refine design with a 3D printer 


$1,000 


Sdprinter.dremel.com 


Dremel 3D20-01 Printer, 


A0V power supply, 9x5.9x5.5" envelope 


Most mass-market 3D printers are similar in size and 
noise level to an ordinary inket printer. Most units 
‘come with proprietary software, and some require 
Proprietary filament spools to operate, 


Tip! Some online ~What it does What to look for when buying 
hardware retailers You might wonder how a machine that 3D printers use extruded PLA or ABS plas- > Alternative filaments 
provide CAD files of their builds in plastic could be used in woodwork- __ tic. The Dremel 3D20-01 printer, above, can _ blend PLA or ABS 


parts. Use these files to 
print an item to check its 
fitor function when 


ing. Well, if you've tried to draw out a piece 
of furniture for a client or spouse only to 
have them struggle to envision it, imagine 


only print using PLA plastic, but many 
models can use both. PLA is biodegradable, 
has a pleasing smell when melting, releases 


plastic with additives 
such as wood fibers, 
powdered metals, or 


prototyping personal how helpful a 3D printer would be for gener- no harmful fumes, and can be printed ona _ elastomers to produce 
projects. Check their ating precise, scalable prototypes [Photo E]. cold surface. It’s less sturdy than ABS and _ models that look like 
terms of use so you don't In addition, 3D printers excel at making _ has a lower melting point, though, so don’t __ wood, are magnetic, or 
run afoul of copyright small parts that complement your wood proj- _ leave your printed model in a hot car. are stretchy. 
orpatent law. ects or jigs. Build a chess or checkerboard? ABS, a petroleum product, requires a 


Print your own customized game pieces. 
Have a jig that needs a knob or an odd-size 


heated printer bed (to keep the layers from 
curling as they cool) and outdoor ventilation 


Sites such as plastic washer? Save yourselfaatrip tothe store _ forthe fumes generated asthe machine works. Tip! An unheated glass 
thingiverse.com are and make your owninstead. A 3D printeralso Also consider a machine's maximum bed benefits from having 

excellent resources for provides a way to make perfect-fitting build resolution—the thickness of the plas- _ blue painter’s tape 
free-to-download 3D reducers/adaptors for every dust-collection _ tic layers in the model (Photo F]. Finer layers applied to the surface to 
printer plans. port in your shop. make for a more detailed model, though it __ improve model adhesion. 


will take longer for the machine to build it. 


a re 
27" 
5° 
i Extruder nozzle 
Prototype table 
3D-printed prototype leg 
‘miniature 


To make your model, use thin layers. The Dremel will print 
at a 100 micron (10 milimeter) resolution, More expensive 
‘models can print in layers as fine as 20 microns thick. 

They may even offer dual extruders, which allow switching 
between two different colors without stopping the machine 
and switching spools. 


‘Actual project Start out small. A physical prototype 
lets you look at a project from all angles, 
‘checking its proportions and how light 
‘and shadow affect its appearance. 
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Next Wave Auto! 


140V power supply 


D printer envelope: 125423" 
rnextwaveautomation.com 


Get all three machines in one 


f you view yourself as a would-be casual user 

of this technology, but don't want to invest in 
three dedicated tools, consider the CNC 
Piranha Fx. On its own, it's an affordable 
($41,600), router-powered benchtop CNC 
machine. But if you purchase the laser 
engraver and 3D printer modules, which mount 
in the chuck of the router used for the CNC 
function (around $800 each), you can have the 
functionality of all three machines in one 
system, for a lower price than the cost of 
purchasing dedicated units. 

The Piranha comes with some limitations. 
Its 12x18" envelope for CNC work is 


substantially smaller than many dedicated 
CNC machines. The 3D printer module, despite 
having a large 12x12" envelope, is only 
capable of printing models up to 3" tall. The 
laser module is very low power—3 watts—so 
it's limited to light surface engraving and 
cutting only veneerthick material. 

On the upside, you only have to learn two 
programs (Carve for the CNC and laser, Next 
Wave 3D for the printer) to run three machines. 
Plus, the Piranha Fx comes equipped with a 
VCarve software package—an added cost with 
many other CNC units. 4 


Pouce by Nate Granzow with Lucas Peters 


Laser and CNC envelope: 1213" 


V ation 
CNC Piranha Fx, $3,200 


(Includes CNC, laser, and 3D printer) 
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It’s a tricky job getting applied drawer fronts 
perfectly positioned. They need to align with 
cabinet doors and other drawer fronts, and 
the gaps need to be consistent. Until now there 
wasn’t a good way to fine-tune all these details 
j and hold the front in place so you can secure it 
permanently. That’s why Rockler designed these 
Drawer Front Installation Clamps ... one more 
way to help you Create with Confidence, 


For details go to rcklr.co/683 
or call 1-800-279-4441 and 


Rockler mention code 683 at checkout, 


Drawer Front 
Installation Clamps 
(54804) $39.99 pr. 


@ ROCKLER 


For a store near you or free catalog: Materials code 683 


Is a computer controlled router (CNC) the best 
tool you don’t have in your work shop? 


A computer controlled router (CNC machine) is an incredibly 


flexible tool that can find a place in almost any size of 
woodshop. It lets you cut simple or complex 2D and 3D shapes 
safely and with repeatable accuracy. In addition it can be used 
to make high quality joints or jigs and easily create interesting 
textures, precise lettering or decorative dimensional carvings. 


Vectric make software that allows you to design and machine the 
parts you want with a CNC machine. Working with our programs 
is the first step for anyone wanting to understand this technology 
and giving yourself the confidence that you can learn to use it 


The good news is that you can try this today without spending a 
cent, simply go to our website and download a FREE trial version 
of the software. Then you can work through our online tutorial 
videos (at your own speed) to see for yourself that a CNC and 
Vectric software could take your woodwork to the next level! 


Download FREE Trial Software today. www vectric com 


fe ABOUT CNC FREE Projects & FREE online tutorial videos 


> Need to hang up 
lots of stuff? Make a 
rack as long as you 
like by simply adding 
more hooks and 
spacers. 


Tip! We used 
quartersawn stock to 
minimize wood movement 
that might cause the 
‘hooks to bind. 
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EXPLODED VIEW 


n just a weekend, you can whip up 
| enough of these to organize every entry 

and closet in the house. Simply press the 
bottom end of a hook to drop it down. 


Just five simple parts 

Cut the back (A) ’" longer than listed, 

and the spacers (B) and hooks (C) to fin- 
ished size [Materials List]. Set up a stopblock 
on your drill-press fence and, with the back 
face of each against the fence, drill holes 
through the spacers [Drawing 1]. Reposition 
the stopblock and drill through the hooks. 

Relieve the sharp edges of the spacers by 

sanding them lightly. (You'll chamfer the 
hooks later.) Glue five pairs of spacers (B) 
together edge to edge. While those assem- 
blies dry, glue a single spacer to the back (A) 
[Photo A] 

Glue the pairs of spacers and the remain- 

ing single spacer to the back using hooks 
to position them [Photo B]. Remove the 
hooks after all the spacers are in place, and 
cut and sand the hooks to shape [Drawing 1]. 


Glue a spacer (8) flush withthe end and edges of the back (A). Make sure it sits square to 


the edges. 


Clamp the spacers (8) snug to the hooks (C) before clamping the spacers to the back (A). A rabbet along the ends of the spacers mimics the gap above and below the hooks So 
Elevate the hooks so they don't accidentally get glued in place. they all blend together. 


Ate: the glue dries, trim the back (A) to [JJSPACER AND HOOK 
bring the last spacer flush with the end. . 
Rabbet both ends of the spacers (B) [Drawing 4%" + Pe adi 
1, Photo ¢]. Sand or plane the hooks (C) so at ‘ 
they slide smoothly between the spacers, ‘ | 
with just a touch of friction. Relieve the 
‘edges as you did with the spacers. 
‘To accept the screws that secure the rack | | 
to the wall, drill countersunk holes ° ie 
between spacers [Exploded View]. Apply a fin- Bi Bite" 
ish to the hooks and the edges of the spacers. | | 
(We wiped on several coats of Danish oil.) wy | J 
Cut a threaded rod to length [Exploded Ny + 
View]. Then, install the hooks, pinning Whole 
>The hooks pivot them with the rod. * 
easier on a threaded /Miter-cut the trim (D, E) to fit around the | | 
mod than ona dowel or These assembly. Chamfer the front edges 
smooth rod. oF the trim [Exploded View] and glue the trim anand t 
in place. ie 
‘Apply a finish to all pieces. Secure the 
> Each rack requires back to the wall, screwing into studs or 
approximately 1.5 using appropriate wall anchors. 


Whole 


board feet of 4/4 4 i 
aoereteann ote Poy a Rnseggr vito On Materials List 
"Project design: John Olson 
\ilustrations: Roxanne LeMoine, Lorna Johnson Part Mat Qty. 
AY back op 1 
B spacers: we 1%" 5K" Oo 12 
C hooks m% 1%" «BY 0 6 
D  top/bottomtim He" 1%" 23%" 0 2 
E side tim He" 1%" 5%" oO 2 


‘Partially cut oversize, See the instructions 


Materials key: 0?-oak plywood, 0-quartersawn oak. 
‘Supplies: 4X24" threaded rod, #821" fathead screws, 
hollow wall anchor, 
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CIGARS ee 


Ultimate Humidor Combo *451 


You've lande 
from America 
handmade cig 


including a gor 


kissing babies, stimu 
CI lunatics work fev 


St 


International, Ten premium 


ik-neck speed, 
Id ones...only the 
y to bring you the best for 


40-CAPACITY 
DESKTOP HUMIDOR © 


advantage of this amazing offer | You must enter complete web address for special offer 
1-888-244-2790 mention code SAG007 


Plus ‘5% s/h PA residents add 6% tax — taxes an arders shipped outsie 
ofthe purchaser, Offer expires 8-15-16, Offer avalabe to fist:time purcha 
Fram time to time substitutions may occur. Clgars Intemational does nots 
Under the age af 21. For mare information please see www.cgarsintet 


-¥Shop-made 


«Horizontal 


motor measur 


diameter—a comm 


, Porter-Cable, 


in, and DeWalt 


utting mortises by hand takes a fair 
amount of skill and a lot of time. But 


here's an affordable, shop-made fi 
ture that works with your router to help you 
repeatably cut dead-on-accurate mortises in 
no time flat. 


Approximate 
<_ _ materials cost: 


Construct the carriage 
Begin by cutting parts A-D to size [Mater 
als List]. cut two " blanks for 
the yoke tops and bottoms (E, F). Cut the 
yoke spacer (G) to siz 
y) th the base feet (A), base plate sides 
(B), and pillow blocks (D) [Drawings 1, 1b, 
and 2a]. In the base feet, drill 4" holes for the 
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EXPLODED VIEW 


Solid steel shafts and bronze bushings 
‘ensure smooth, play-free movement. 


Prevent tear-out when driving the threaded inserts by 
clamping a pieoe of ¥6" sorap with a ¥6" hole onto each 


=| Clampworkpieces tothe foot (A). 
12x 18" table 


Hex-drive%" threaded insert 


W'-20 machine X\ 


34 long 


‘threaded insert: 
10 internal threads 
Insert the steel shafts when gluing the base plate sides 
(B) tothe base plate center (C) to ensure proper alignment. 
Insert the base feet (A) to check thei fit with the assembly. 


ine screw 34" long 


"/es"hole threaded 
to¥%'-20 


#8x 14" FH, screw 


steel shafts and 34" holes for threaded inserts 
where shown. Drive the threaded inserts into 
place [Photo A]. Round the base-feet corners. 
Drill the holes in the base plate sides and 
center (B, C) [Drawing 3]. Push bronze 
bushings into the holes of the base plate 
sides. Glue up the base assembly [Photo 8]. 


[pease AssemeLy 


4-20 4" hole, 
gease Foor machine screw Sy countersunk 
34'long T 
p24 Ye'hole Ye'deep —_ Ra1%" 


“" Svyer"bole* 
T "threaded 


. + %€'hole "deep ™ 41%" t 
‘oninside face 


6" threaded 
insert 


[ipase Pate sive La 
4Wi'dado Ye'deep awry 
"hole J 
pe Oe ene SUI 
aM + 


B 


reat = 
Use the steel shafts as alignment guides wen gluing the yoke bottoms (F) to the yoke 
spacer (6). 


Note: Depending on 
the size of your router, 
‘you may have to 
remove more material 
‘from the pillow blocks 
(D). You'll know when 
‘you dry-assemble the 
‘yoke assembly later. 


4 the pillow blocks (D) together face- 
‘to-face with double-faced tape. Mark and 
cut to shape the tops of the pillow blocks 
{Drawing 2a. Drill the holes where shown. 
ikewise, stack the yoke blanks together 
‘with double-faced tape, drill the 1" holes, 
and radius the corners [Drawing 2b]. Remove 
the base from your router and measure the 
diameter of the motor body. Separate the 
blanks and bore holes of that diameter in 
them using a hole saw or circle cutter. Then, 
drill the shank and pilot holes. Rip the 
blanks apart at the tablesaw to create the 
yoke tops (E) and bottoms (E). 
Press bronze bushings into the yoke bot- 
toms (F) and glue the yoke spacer (G) in 
users. To setitupfor place [Photo C]. Adjust the fit of the steel 
left-handed use, simply shafts in the bushings if necessary [Photo D]. 
tnount the control arms Tomek the fit of the yoke assembly (D-G) 
and linkages in the on the base assembly (A/B/C). Drill pilot 
mirror opposite of holes for screws through the base plate sides 
what'sshown. (B) [Drawing 1b] into the feet of the pillow 


Note: This mortiser is 
designed to 
accommodate the 
needs of left-handed 
and right-handed 


Ride the rails. Ifthe yoke assembly (F/G) doesn't glide smoothly on the rails, sand the 
inside ofthe bushings lightly using strips of 120-grit sandpaper adhered to a dowel. Twist 
the dowel to ensure you sand the inside evenly. Do the same to the base assembly (B/C) 


if necessary. 


Inserts help to hold on tight. The &-32 threaded inserts hold set screws that, when 
tightened, ensure the bronze sleeve bearings won't move with use. 


blocks (D). Drill 34" holes in the center of the 
base plate center (C) and the yoke spacer (G) 
for threaded inserts [Drawings 2 and 3]. Drill 
centered 1%" holes beneath every bronze 
bushing for threaded inserts [Photo E]. 


Ejpiiow stock 
#8x 2%" FH. screw - 
R=B%" 
“ St" 
Ye holes 1H hole 
| , holes 1a Tey Ak — 
— GS = 
Efvoxe assemety “<> <) bie 
~ a oe. jf 
5 mit \ P| peat 
\ t 4" steel shaft 10" long Ye" 
== mI ug %fe" shankhole, 
N Re ‘countersunk 
Ye" hole Ya" deep, 
centered on bottom face 
N e~ 
8 Stthreadedinsertinto part| 
Bronze sleeve 
bearing for %" shaft, 
"%es" hole for 


" 


threaded instert 
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Drive a 4-20 machine screw through the linkage and into the threaded insert in the yoke 
‘assembly. Apply threadlocking adhesive to prevent the screw from backing out. 


Mill the steel parts 

From ¥«x1'4" steel, hacksaw the control 

arms (H, 1), pivot arm (J), and linkages 
(K, L) to length [Exploded View and Drawing 1]. 
Round the ends with a grinder. Drill, coun- 
tersink, and tap the holes to accept ¥4"-20 
machine screws. Install the short linkage 
(K) on the yoke assembly [Photo F]. 


6 mm hex wrench 


Shaft collar 


Lock the base feet (A) to the steel shafts by tightening the threaded inserts, 


Screw the yoke assembly to the base 

assembly. Slide the steel shafts through 
the base assembly, bolt on the shaft collars, 
and attach the base feet (A) [Photo 6]. Then, 
mount the long linkage (L) to the base plate 
center (C). 


PILLOW 
FLOR EBBASE & YOKE ASSEMBLY 
Hevea 
insert with a W2 . 
intemal threds r) 
Xe > Ye hole Ye" deep, 
} centered on bottom face 
- . 27 
/ ic} | "hole 
{ L ‘ ‘. Thole 
BASE - =| 
A a 
i ie) Ys) 
+ 8 - %e" threaded insert. 
x éthreadedinsert. ‘6 
#8x 2%" FH. screw Sf'hole/ wi Bronze sleeve 
teargior 
8-32 threaded insert: %" shaft 


34 steel shaft. 14" long 
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Whip up a work table 
1 Cut the mounting plate (M) to size [Draw- 
ing 4]. Screw the base feet (A) of the base/ 
yoke assembly to the mounting plate from 
below. Install the pivot arm (J) and front-to- 
back control arm (I) [Drawing 1, Photo HJ. 
Mount the router in the yoke [Photo |]. 
Cut to size the control-arm mounting 
plates (N) and glue them to the mounting 
plate (M) [Drawing 4). Drill holes and install 
threaded inserts in the center of the control- 
arm mounting plates. Then, attach the 
side-to-side control arm (H) to a mounting 
plate and the long linkage (L) [Exploded View). 
Cut parts O-R to size. Machine dadoes 
in the bottom risers (P) [Drawing 4]. Then, 
cut steel plates (R) to fit the dadoes and 
epoxy them in place. Drill completely through 
the plates and bottom risers and tap the 
plates for 4'-20 machine screws [Drawing 4). 


‘Place the mortiser so it overhangs the edge of your bench to 
‘simplify attaching the risers P/Q) to the mounting pate (M). 


Using your mortiser 

Before you set to work knocking out mortises, 
let's kick the tires. First, to set the location of 
the mortise on your workpiece thickness, adjust 
the height of the table (0) using the spacers (S, 
T), removing or adding as necessary. Make 


16 


‘Attach the pivot arm (J) to one ofthe base feet (A) Then attach the front-to-back contra arm 
(\)to the short linkage (K) and pivot arm, Check the assembly for smooth frontto-uack travel. 


44"-20 machine screw “ 
4 "long 


12%" 


%4"-20 machine screw 
4° long 


5/8" threaded insert 


# 
= 
& 

m1 


18° > 
%' pllotholes, ¥ 
countersunk from bottom » 


additional spacers of different thicknesses if 
needed to position the mortiser bit on your 
workpiece thickness. 

To set the length of the mortises, use the 
shaft collars as stops. You can make mortises 4” 
long with the shaft collars at their limits, 


Tighten the yokes (E/F) around the router as high up onthe router's motor 
housing as possible for maximum cutting depth, 


threaded 
to¥4'-20 


11% dado %e" deep 


#8x 1%" FH screws 


To hold your workpiece in place during 
operation, clamp it to the table. Working with 
‘multiple identical parts? Position each one 
exactly the same way by clamping scrapwood 
stops to the table, Mount toggle clamps onto the 
stops to hold the workpiece flat against the table. 
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K 


L 


Notch the spacers (S, T) atthe tablesaw (above). Then, check their fit around the bolts between the table (0) and the table risers (P/Q) (above). They don't need to fit tightly around the 


bolts; the bolts, when tightened, wil hold them in place, 


Transfer the hole locations on the bottom 

‘risers (P) to the tops of the top risers (Q). 
Drill %2" holes through the top risers, then 
glue the risers together [Drawing 4]. After the 
glue dries, glue and screw these assemblies 
to the mounting plate (M) [Photo J]. 

Cut to size the thick and thin table spac- 

ers (S, T). To ensure the holes in the spac- 
ers line up, cut one 14x12" blank from 1" 
stock for each side. Drill %4:" holes in them to 
align with the holes in the risers (P/Q). 
‘Then, resaw each blank into the two spacers 
and cut the notches [Photos K and L]. Use the 
spacers as guides to drill the counterbored 


Cutting Diagram 


holes in the table (O) [Drawing 4]. 

Assemble the mortiser. If everything 
functions as desired, disassemble the mor- 
tiser as much as possible, Finish-sand and 
apply a finish to all parts. We used satin 
spray lacquer. The steel control arms and 
linkages were finished with Birchwood 
Casey Cold Blue [Sources]. Reassemble after 
finishing, pop an upcut spiral bit in your 
router, and it’s ready to go to work. # 
Produced by Nate Granzow ith John Osan 


Project design: Jon Olson 
ustrations: Loma Johnson 


project requires 


(ues a) 


ft. 6) 


id. Ft. 8/4 maple 


Z 


‘We x.5% x GO" White oak *Plane or resaw to the thi 


icknesses isted in the Materials List 


Gy 
ss 


_——=== 


1% x 5% x48" Maple 
Sax 1% x72" Steel bar RR 
[eK 1 a ai == os ————— 
hax 1%4x 72" Steel bar = 
Note: As you use your > Watch his video ofthe 
Pah sous Hal mortise in use, ee 
mortises you may find eee con/matse 


yourself building extra 
tables and spacers that 
are set up for specific 
operations, Simply 
switch out tables to 


downtime toa 
minimum, 
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4x48 x24" 
Baltic birch plywood 


Materials List 


FINSHED SIZE 
Part TWoL 


Router carriage 


base feet Let Met 11%" 


base plate sides neo ie 
C basepltecenter = 1K" «BK Mt 
D__ pillow blocks twa 7 wo 2 
E* yoke tops ta 7 2 
F* yoke bottoms a 2 (ere 2 
G yoke spacer tei ae Mt 
iS 
H sideto-sidecontrolam Ye" 1K" 18" $1 
1 ffontto-back controlar Ys" 1K” 20" St 
J pivot Ye iW Me St 
K short lnkage Yer iW OM St 
long inkage ve iW UK St 
M__ mounting plate w 18° 20 a 1 
N contotammouningplates "1K" 2H" WO 2 
0. table 18” a 
P bottom ers 
Q  toprisers 
R steel plates 
S* tick able spacers 


T? thintable spacers. =H" 4" 
*Parts initially cut oversize. See the instructions. 


Materials key: WO-wtite oak, M-mapl, S-stee!, BP-Baltic 
birch plywood. 

‘Supplies: #8x1'', #821" flathead screws; 4" flathead 
‘machine screws, 2 long (8); 1-204" machine sores (8); 

4 nuts @) 

Blades and bits: Dado blade; "i" 
bits; 56", J", and 1 Forster bts; "6" twist; tap diver 
and 4-20 tap; countersinking bt. 

‘Sources: This mortiser requires the following specialty parts 
and hardware to construc: bronze sleeve bearings for 2" shaft, 
1" 0D, 1" length (8); 3" diameter, 10"-long hardened:-steel 
shafts (2); diameter, 14"-ong hardened-steel shafts (2); 
(G4" OD) 4*-20x"%o" intemal thread hex-chve tapping inserts 
(8); one-piece clamp-on shaft collars for 3" shaft (4); hex-ive 
tapping inserts without flange, 8-32 exterior thread, "i" long 
0). 


2", 3" brad-point 


> Purchase Cold Blue. 
woodmagazine.com,coldblue 
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Jack Rabbet Plane, PM-V11 stee-alloy blade (05P53.71), $337 

Combining the best features of a rabbet plane and a jack plane, this 
tool is perfect for cleaning up rabbets and tenons because the blade 
cuts the full width of the body. And the added length and mass helps 
you power through long rabbets or bevels. 


OU 


= 
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Irim 
WoodRiver cranked-neck chisel plane set (151240), $44 

Cranked-neck chisels work great for trimming anything flush with 
a workpiece’s surface, such as dowel plugs or dried glue. This stubby 
set does that for a bargain price, thanks to four interchangeable 
blades that make it a cinch to reach any area of need, even tight cor- 
ners. The short handle gives you access to areas where a long-handled 


chisel just can’t reach. 
800-225-1153, woodoraft.com 
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Scoring spurs on each side eliminate tear-out, especially on 
cross-grain work. Simply adjust them up and out of the cut when 
not needed. Setscrews eliminate lateral blade movement. The 
included fence makes it easy to control the cutting width; we added 
an auxiliary wood face for extra support, helpful when edge-joint- 
ing a perfectly square edge. 

800-871-8158, leevalley.com 


Angle registration jig 


pre 
Veritas Mk.II Narrow-Blade Honing Guide (05M09.10), $84.50 

‘We love the Veritas Mk.II honing guide. But it can't control side-to- 
side deflection on chisels less than 1" wide or those with no flat 
surface on top between the beveled edges. The self-centering jaws on 
this new honing guide clamp tools from the sides instead, keeping 
the cutting edges square to the blade’s sides. It works with blades 
from 14" to 1'4" wide, and at 15-40° bevel angles. 

800-871-8158, leevalley.com 
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Be Wear it today 5 
for only 


$29 


TAKE 85% OFF 
INSTANTLY! 


When you use your 
INSIDER OFFER CODE 


Back Again for the First Time 


Our modern take on a 1929 classic, yours for the unbelievably nostalgic price oj 


Y° a secret hidden up your sleeve. Strapped to your w1 
is a miniature masterpiece, composed of hundreds of tiny moving 
parts that measure the steady heartbeat of the universe. You love 
this watch. And you still smile every time you check ie, because you 
remember that you almost didnt buy it. You almost turned the 
page without a second thought, figuring that the Staner 
Metropolitan Watch for only $29 was just too good to be true. 
But now you know how right it feels to be wrong. 


Our lowest price EVER for a classic men’s dress watch. How can 
we offer the Metropolitan for less than $30? The answer is simple. 
Sauer has sold over one million watches in the last decade and 
many of our clients buy more than one. Our goal isn't to sell you a 
single watch, our goal is to help you fall in love with Stauer’s entire 
line of vintage-inspired luxury timepieces and jewelry. And every great 
relationship has to start somewhere... 


Tells today’s time with yesterday's style. The Metropolitan is 
exactly the kind of elegant, must-have accessory that belongs in 
every gentleman's collection next to his British cufflinks and Italian 
neckties. Inspired by a rare 1929 Swiss classic found at auction, the 
Metropolitan Watch revives a distinctive and debonair retro design 
for 21st-century men of exceptional taste. 

‘The Stauer Metropolitan retains all the hallmarks of a well-bred 
wristwatch including a gold-finished case, antique ivory guilloche 


Luxurious gold-finished case with sapphire-colored crown 


$29! 


ONLY 


face, blued Breguer-style hands, an easy-to-read date window at the 
3 o'clock position, and a crown of sapphire blue. It secures with a 
crocodile-patterned, genuine black leather strap and is water resistant 
to 3 ATM. 

Your satisfaction is 100% guaranteed. We are so sure that you 
will be stunned by the magnificent Staner Metropolitan Watch 
that we offer a 60-day money back guarantee. If you're not 
impressed after wearing it for a few weeks, return it for a full refund 
of the purchase price. But once the first compliments roll in, we're 
sure that you'll see the value of time well spent! 


Stauer Metropolitan Timepiece— $499- 
¢70 


t ) 
Offer Code Price Pda 2+ S&P Save $170 


You must use the insider offer code to get our special price. 


1-800-333-2045 


Stauers Be xtesee 


www.stauer.com 


$ 
ie 


Rating of A+ 


Smart Luxuries—Surprising Prices™ 


= Crocodile-embossed leather strap - Band fits wrists 6 ¥4"-8 ¥4" - Water-resistant to 3 ATM 


This router lift also 
raises the table 


Router Litt, $250 
 lesee think of a router lift as a 
mechanism that raises and lowers a 
router motor via threaded leadscrews, but 
the Dowelmax Router Lift approaches 
height adjustments in a different way. 
This lift consists of a pair of hinged phenolic 


plates that sandwich between your router table’s 


stand and top. Two gas struts then assist in lifti 


and control the lowering of the table, You simply lift 
the top to change bits or adjust bit height. No more 


squatting down and reaching beneath the table 
the router. 


I mounted this system to a Rockler router table, and found 
that I needed to add two spacers to allow clearance for 


the strut mounts. No big deal. This lift works 
well for providing access to the 
router, but precision is still 
only as good as your router's 
adjustments. 

—Tested by Bob Hunter, Tools Editor 
Dowelmax/OMS Too! Co. 
877-986-9400, dowelmax.com 


Canted-roller guides keep routing 


(Clear-Cut Stock Guides, $100 for router table, $250 for tablesaw 


ow that I’ve used JessEm’s Clear-Cut 

Stock Guides, my old featherboards 
will gather more dust than they help create. 
The router-table guides mount easily in a 
T-slot on your fence, and lock in place any- 
where along its length. The angled polyure- 
thane guide rollers pull a workpiece toward 
the fence as you feed it through the bit, 
while simultaneously applying effective 
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SHOP-TESTED 


's 
ing 


to adjust 


and sawing on point 


downward pressure. One-way bearings on 
the rollers prevent kickback. 

The tablesaw guides work similarly, and if 
your saw’s fence has a T-slot on top, simply 
attach the brackets directly. But for a Biese- 
meyer-style fence, you must first drill holes in 
its center beam to install the included T-track. 

One downside, though: The router-table 
guides won't work with stock narrower than 


continued on page 84 


have to lay your pushstick flat to clear the roll- 

ers, And the tablesaw guides impede the use 

ofa pushstick on stock narrower than 34", 
—Tested by Matt Seiler 


JessEm Tool Co. 
866-272-7492; jessem.com 
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Chicago Doctor Invents Affordable Hearing Aid 
Outperforms Many Higher Priced Hearing Aids 


Reported by J. Page 

CHICAGO: A local board-certified 

Ear, Nose, and Throat (ENT) physician, 
Dr: S. Cherukuri, has just shaken up the 
hearing aid industry with the invention of a 
medical-grade, affordable hearing aid. 
This revolutionary hearing aid is 
designed to help millions of people 
with hearing loss who cannot 
afford—or do not wish to pay—the 
much higher cost of traditional 
hearing aids. 


“Perhaps the best quality-to- 
price ratio in the hearing aid 


industry” — Dr. Babu, 
Board-Certified ENT Physician 


Dr. Cherukuri knew that untreated 
hearing loss could lead to depression, 
social isolation, anxiety, and symptoms 
consistent with Alzheimer's disease. He 
could not understand why the cost of 
hearing aids was so high when the 
prices on so many consumer electronics 
like TVs, DVD players, cell phones, 
and digital cameras had fallen. 


Since Medicare and most private 
insurance plans do not cover the costs 
of hearing aids, which traditionally run 
between $2,000-$6,000 for a pair, many 
of the doctor's patients could not afford 
the expense. Dr. Cherukuri’s goal was to 
find a reasonable solution that would 
help with the most common types of 
hearing loss at an affordable price, 
similar to the “one-size-fits-most” 
reading glasses available at drug stores. 


He evaluated numerous hearing devices 
and sound amplifiers, including those 
seen on television. Without fail, almost all 
of these were found to amplify bass/low 
frequencies (below 1000 Hz) and were 
not useful in amplifying the frequencies 
related to the human voice. 


Surprising Source Inspires 


The doctor's inspiration to defeat the 
powers-that-be that kept inexpensive 
hearing aids out of the hands of the 
public actually came from a new cell 
phone he had just purchased. “I felt 
that if someone could devise an 


Designed by a Board-Certified Ear, Nose, & Throat (ENT) Doctor 
Doctor-Recommended, Audiologist-Tested 
* & & & kK Top Rated Hearing Aid Online— 

Thousands of Satisfied Customers 


Batteries Included! Comes Ready To Use 
FDA-Registered 
Save Up To 90% 
Free Shipping Available 
100% Money-Back Guarantee 


affordable device like an iPhone® for 
about $200 that could do all sorts of 

things, I could create a hearing aid 

ata similar price.” 


Affordable Hearing Aid with 
Superb Performance 


The high cost of hearing aids is a result 
of layers of middlemen and expensive 
unnecessary features. Dr. Cherukuri 
concluded that it would be possible to 
develop a medical-grade hearing aid 
without sacrificing the quality of 
components. The result is the 
MDHearingAid PRO, under $200 each 
when buying a pair. It has been 
declared to be the best low-cost 
hearing aid that amplifies the range 
of sounds associated with the human 
voice without overly amplifying 
background noise. 


Tested by Leading Doctors 
and Audiologists 
The MDHearingAid PRO has been 
rigorously tested by leading ENT 
physicians and audiologists who have 
unanimously agreed that the sound 


quality and output in many cases 
exceeds more expensive hearing aids. 


MDHearingAid® >PRO 


Doctors and patients agree: 
“BEST QUALITY SOUND” 
“LOWEST AFFORDABLE PRICE” 
“Ihave been wearing hearing aids 
‘for over 25 years and these are the 
best behind-the-ear aids I have 
tried. Their sound quality rivals 
that of my $3,500 custom pair 
of Phonak® Xtra digital ITE.” 
—Gerald L. 
“Ihave a $2,000 ReSound® Live 
hearing aid in my left ear and the 
MDHearingAid PRO in the right 
ear. 1am not able to notice a 
significant difference in 
sound quality between the 
two hearing aids.” 
—Dr. May, ENT Physician 
“They work so great, my mother 
says she hasn't heard this well 
in years, even with her $2,000 
digital! It was so great to 
see the joy on her face. She is 
90 years young again.” 
—AIP. 


For the Lowest Price 
Call Today 


800-873-0680 


Phone Lines Open 24 Hours 
EVERY DAY 


Use Offer Code: CQ66 to get 
FREE Batteries for a Full Year! 
FREE Shipping Available 


MDHearingAid.com 
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NEW AND NEXT sey 


Jet launches cyclone dust collectors 
14-hp cyclone collector (no. 717515) $1,050 

-2-hp cyclone collector (no. 717520) $1,400 

‘3-hp cyclone collector (no. 717530K) $1,760 

By shortening the link between the fan and filter on 
its new line of cyclone dust collectors, Jet claims 
more efficient airflow. The pleated canister filter is 
rated to trap dust as fine as 1 micron. Each 
machine comes with a remote-control starter, 
multi-port inlet, stee! support frame, and steel 
collection drum. 

800-274-6848, jettools.com 


D>Read reviews of woodworking tools and add your own. 
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Skilsaw debuts worm-drive tablesaw 
‘SPT7OWT-22 10° tablesaw, $379 

The Skilsaw worm-drive portable circular saw was 
invented in 1924, and nearly a century later, Skilsaw 
has adapted that technology to a job-site/benchtop 
tablesaw. The SPT7OWT-22's worm-drive gearing. 
delivers greater torque and runs cooler than 
traditional belt-driven saws, according to Skilsaw. 
This model has a maximum 25" rip capacity, and 
comes with a 30-tooth Freud Diablo rip blade. 
877-754-5999, skilsaw.com 


WOOD magazine july 2016 


DOWELMAX 


PRECISION ENGINEERED JOINING SYSTEM 


Revolutionary New 
Router Table Lift 
Reduced set up time 
and improved access 
vs. crank handle lifts. 


World Famous Multiple 
Dowel Joint System 
Guaranteed stronger 
than mortise and tenon 
and others. 


For more information, 
or to order call 


1.877.986.9400 
or log on to 
dowelmax.com 


New 45 Degree 
Miter Accessory 
Only from Dowelmax! 


‘ale 


We Design & Fabricate Custom Filtes 
Bags That REALLY. WORK! 


© Optimum Performance 
@° 1-Micron Filtration ~ 
* Low Maintenance 
* Custom Designs 
* Cleaner Air 
* Longer Life 
* Economical Cyclones, 


Stand-Alones, 
* Best Size & Fit ‘Baghouses & more_ 


+ Sensitive financial docunients 
«All:-burnable household waste* 
+ Old leaves and branches 


lhl, rable, and portable (fos = 
and sidewalls maximize UNSAFE and 
airflow and trap embers, UNSIGHTLY 
! 
‘mean more thorough rusty barrell 


burning with less ash 


s1408x © 2016 


Always check local ordinances before bursing, 


Call Today for FREE Tafrnial 
Pricing and Factory DI ee = 
(DR 


mt 877-201-5353 


BurnCage.com 


Friendly Service 


No Minimum Order 
Cherry » Walnut + Exotics & 100 More 
EASY ONLINE ORDERING! 


www.101woods.com 


800%%423-2450 


>. Fl Payral 
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"nstructional OVD & Supplies: 
www, Metal-Inlay.com 
570-937-9400 


Cart 
Kit to build includes 2-24" iron wheels 
that really work, axles and step-by-step 
plans. Fished project measures 
6b 25°W x 34H, $87.55 PPD. 
ByeGone Workshop 


888-279-3941 8-5 M-F EST 


www.byegone.com 


isos 


Redefines Woodworking 


Only Router Boss can cut all traditional 
wood joints without restricting your choice 
of bits or spacing of cuts, and safely limb 
cut on the edge, face or end of a board, 
Its cutting edge technology offers digital 
displays, lasers and computer templates. 
Cuts can be made in any direction as it 
firmly grips the wood you are working, 
Router Boss gives you superior control 
and design capabilities with less risk 


Take your 
woodworking 

to the next 

~ __ level with 
Router Boss! 


‘See Router Boss in Action 
on our website: 


Phipstly.ce 
Or call 513.233.9019 


Premium band sawmills from only $4397. Get your Free Info Kit. 
info@NorwoodSawmills.com | Toll-ree 800-661-7746 Ex. 392 


Shipped right to your doort,. 


© 1/8” to 3/4” thick always in stock 
@ Starting at $16.99 /sheet 
Get any size you need 
Enjoy friendly service 


Easy online ordering with Woodworkers Source 


www.BalticBirchPly.com 
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800-423-2450 


World's Best Selection of 
Exotic Turning Wood 
and Lumber 


CookWoods.co! 
5275 


iNEINITY SYSTEM: 


Duan THE HOLE SA 


LAPPED MITER 


OUTER BIT SET REVOLUTION! 4,\ 
Make Perfect Plywood & MDF Joinery! ——_— ' aK 
v SELF ALIGNINC 


FASTER — 
v EASIER 


Vo STR 


ALIN ONE CLICK ve « 
Item ‘ue chang a 


Only $109.90 ola Sw sd the pa 


FAST DRILLING IN ALL CONDITIONS! ou no 
‘omety an eet sharpening which ros fat, procs 
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UNIQUE SOLUTION FOR BORE ENLARGEMENT! crs tae a unique ana 


oN ahd 
‘ast solution to enlargs your bores. Our mnovative pilot drt bit can fit two hole saws, - 
ee SERIES AED 


TUNGSTEN CARBIDE TEETH 


EASY PLUG REMOVAL IN ONE CLICK! no norescenswersortas ti» FOR LONGER LIFE Wood, MDF, PVC, 
igi rls 


romaved by reversing fe plot dl wt Fiberglass, Brick & Tile 


co usa me. one 306.854.0201 Fee Fax 800.268778 
7609 enti Road Suite Dale: B86 268.2487 infotemusacom 


wwwinfinitytools.com » 877-USA-BITS Greenshor,NC-27409 Fax: 336.854.0903, 


DRILL STRAIGHT 
__ EVERY TIME! 


Drawings | ¥es 
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Plan #82 $18.50 'Prmad 
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Cycle Rocker for o 
advanced woodcrafters $ 
Size 44°L x 27°H eaae eh ade 
16 Pg catalog of Baby Cradie| 


plans/parts $1 prea 
orfree with order” Vin simc 


Lifetime 
Warranty! 


— 
Plan #24 $15.95 7/0 
Pony Rocker. 

36” Lx 24" H 


Portable, 
pocket-sized! 


90 degree 
"V-groove" 
Natural steel — “%* 0” corners, Clamps up to 4 feet 


round or 


finish! (Bae seletdeust with 1 clamp at each end 


Cabinet assembly, 
edge banding, veneer press, deep jaw Ii 
clamp, face frames, panel glue-ups, 
laminations, inlay and marquetry. 


Large V-DrillGuide"(3/8"-1/2") 


Wand EigClstor achelbont | Bowclamp.com 973.632.1196 
1-888-Gator4u (1-888-428-6748) 


Stylish, simple 
bookcase 

Who says pine 
can't look refined? 
This tome-toting 
beauty will look 
right at home in 
your den or study. 


Rock me, rock you 

This nanny rocker lets you lull 
baby to sleep while multitasking 
with a book, phone, or tablet. 


Krenov-inspired cabinet 
Despite its high-style lineage, i 
this slender beauty goes together 

with surprisingly simple joinery. 


| 


Cupcake tree 
This project-as sweet to tun as 
the treats it holds—comes apart 
for easy storage. 


» Benchtop drill 
presses 
Wadtest eight 
Models in search of 
the best bit-spinner 
for your shop. 
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i QUALITY WOODWORKING TOOLS e 
SUPPLIES * ADVICE® 


Keep A Dust Free Zone With 
Festool Dust Extractors 
Dust control is an integral part of the Festool system and 
design philosophy. The Festool dust extractors are among 
the best in the industry, with features not found on other 
vacuum systems. Woodcraft is proud to offer a full ine of 
dust extractors optimized for the way you work. 


on ALL Festool cT Dust 
Extractors’ And All 
Related Accessories! 
Offer Valid 5/1/16 - 6/30/16 
*Excludes: 584174 — New CT SYS Vac 


vo 


The Nation’s Largest Full-Line Dealer Of 


FES TOOL Tools & Accessories! 


We have over 1,000 Festool Tools & Accessories In Stock! 


For A Free Catalog Or To Find Your Local Woodcraft Store, Visit woodcraft.com Or Call 800-225-1153. 
For Information On Woodcraft Retail Franchise Opportunities, Visit woodcraftfranchise.com  16WI07P 


WANT STUNNING, CUSTOMIZED 
DOORS WITH STRONG pon , 


Use Freud’s Door 


Making Solutions 
with PATENTED 
EXTENDED TENONS! 


With Freud’s one-of-a-kind patente syste ea 
truly customized doors with rock- solid joints that will last a lifetime. 


Item #98-318 
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